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iABSTRACT
Studies were made of basic characteristics of magnetron type cold cathode
ionization gauges. Specialized equipment was developed and used to determine
the distribution of nitrogen and helium positive ion energies and to provide
data for the calculation of positive ion origins and trajectories. The tra-
jectory equations were applied to the design of a magnetron gauge mass spec-
trometer. Gauge pumping and re-emission characteristics for nitrogen were
studied. The response of a cold cathode gauge to cycling pressures was
determined with the aid of a unique "cycling valve" and a spet.4al test system.
Gauge stability, noise and calibration experiments were performed.
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I. INTRODUCTION
The objective of this research program was to continue the study and
development of cold cathode gauges that was initiated in an earlier program [].
Some of the specific tasks undertaken in the program were: (1) a study of
gauge pumping and re-emission, (2) measurement of gauge response to cycling*
pressures, (3) measurement of positive ion energies under various gauge
operating conditions, (4) a study of gauge output current stability, and
(5) investigation of the feasibility of using a cold cathode gauge as a low
resolution mass spectrometer.
Cold cathode ionization gauges have several applications in the space
program. Some of these gauges (the CC.A model R-5 gauge, for example) have
been flown on satellites to measure total ambient densities of the Earth's
atmosphere. The low pressure capability of these gauges maker them ideal for
measuring the lunar atmospheric density and the low pressures .achieved in
ultra high vacuum space simulation chambers. A quite recent application
of these gauges has been made in the design of spacecraft orientation and
attitude control systems [2].
A cold cathode ionization gauge is a vacuum measurement device that con-
	
W;	 sists essentially of two electrodes, and anode and a cathode, with a potential
of several kilovolts between them. The electrodes are positioned relative to
an external magnetic field of about one kilogauss. The low pressure gas
within the interelectrode region breaks down as a result of the strong el.ec-
trio and magnetic fields, and a relatively stable discharge results. It has
been found that the discharge current is a direct measure of the number
density of gas molecules within the gauge and the gas density is directly
related to the gas pressure at a constant temperature.
^F
The first cold cathode gauge was developed by Penning in 1937 [3]. The
	
4.	 original Penning type gauges utilized plane parallel circular plates for
cathodes and a wire ring as an anode. These gauges would measure pressures
only as low as 10 -6 or 10- 7 torr. In the late 1950's, a number of Lmproved
r cold cathode gauges were developed, notably the magnetron-type gauge of
Redhead r4]. The essential elements of. this new device were a spool-shaped
cathode, a surrounding concentric, cylindrical anode, and an auxiliary cathode
or shield ring interposed between the edges of the anode and cathode. The
shield ring facilitates the initiation of the discharge and separates the
discharge initiating current from the positive ion current to the ion collector.
Recently, a Penning type discharge gauge has been constructed that is allegedly
capable of me°-urinQ pressures as low as 10- 14 Corr [5]. A filament is used
to start this gauge atlow pressures. The design of this gauge is such that
it may be operated with an electron multiplier to increase its sensitivity.
	
}	 Number in [ ] throughout text indicate reference numbers.
1.
r
In spite of the many advances made in the design of new cold cathode
gauges for low pressure operation, little is known about the detailed manner
in which they operate. The discharge in the gauge is believed to be a self-
sustained Townsend discharge. Although the theory of the discharge initiation
has been developed by Beck and Brisbane [6], Haefer [7], and Redhead [8], a
detailed theory of the gauge's steady state operation has not been worked out.
Lacking a definite, detailed theory of gauge operation, the logical pro-
cedure to be used to understand and improve the operating characteristics of
cold cathode gauges is to study their behavior experimentally. Specifically,
it would be most valuable to know the electronic space charge distribution
within the gauge, the energies and trajectories of the electrons, the rate at
which secondary electrons are generated at the electrode surfaces, the electric
field distribution within the gauge, the energies and trajectories of the posi-
tive ions, and such specialized phenomena as gauge pumping and re-emission.
A portion of the research work reported herein deals with a determination
of positive ion energies and trajectories and gauge pumping and re-emission.
Positive ion energies were measured for both nitrogen gas and helium
gas within a specially constructed cold cathode gauge. A second experimental
gauge was used to obtain information concerning the trajectories of positive
ions.
	
An attempt was mad- to determine the origin of positive ions.
Some pumping and re-emission measurements were made for nitrogen gas
using a standard magnetron type cold cathode gauge. Pumping speeds and
re-emission rates were measured.
In addition to the above studies, which might be termed "fundamental"
studies, there are a number of other research areas that involve applications
of cold cathode gauges. Two important applications that are discussed in this
report are the potential use of a magnetron type cold cathode gauge as a low
resolution mass spectrometer and the use of cold cathode gauges to measure
cycling gas pressures. The use of a cold cathode gauge as a mass spectrometer
would offer the advantages of simplicity, low cost and the absence of a fila-
ment with its many limitations.
The reason for study;.ng the response of cold cathode gauges to time
varying pressures may not be immediately evident, but there are at least
two important applications in the Space program: The first application
is the use of such a gauge to measure ambient densities in the Earth's
atmosphere (and other planetary atmospheres) from a spinning satellite.
The second application is the use of such gauges to determine the orientation
of a satellite or space vehicle with respect to the relative wind.
In addition to the above studies, some limited experimental work was
performed to look at cold cathode gauge noise and to study the adsorption
of nitrogen gas during cold cathode gauge calibration at low pressures.
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II. ION ENERGY DISTRIBUTIONS IN A MAGNETRON-TYPE COLD
CATHODE IONIZA'T'ION GAUGE
The Test System
An all-pyrex glass vacuum test system was used in measuring the energies
of positive ions in a magnetron type cold cathode ionization gauge. This same
test system was used in the research concerned with a determination of elec-
tronic space charge, the determination of positive ion trajectories and
positive ion origins, and the design of a magnetron type cold cathode low
resolution mass spectrometer. This test system is shown In block diagram
form in Figure 1. Figure 2 is a photograph of the complete apparatus.
The glass test system used an H.S. Martin Company model 40-1100 mercury
diffusion pump, a three jet pump with a nominal pumping speed of about 50 liters/
sec, as the main pump. The Martin pump was backed up with a second glass dif-
fusion pump, Eck and Krebs model 4000 pump, having a speed of about 5 liters/
sec. The second pump decreased the forepressure of the large Martin pump and
permitted lower pressures to be attained in the test chamber. The backing
diffusion pump exhaused into a Welch model 1460 mechanical pump that had a
speed of 21 liters/min. A single, demountable glass vacuum trap cooled with
dry ice was looted between the mechanical pump and the backing diffusion
pump. A dual --lass vacuram trap cooled with liquid nitrogen was postioned
between the two diffusion pumps. A conventional thoriated iridium filament
Bayard-Alpert type ionization gauge was connected between the two single
sections of the dual trap. This ionization gauge indicated the forepressure of
the Martin pump and was used to monitor the system pressure during bakeout.
Two additional liquid nitrogen cooled vacuum traps separated the Martin
diffusion pump from the test chamber. The first of these was a conventional
single trap 30 cm long and 5 cm in outer diameter with a 3-cm diameter inner
tube. The second trap was of the spherical variety, designed to have a high
vacuum conductance. The inner bulb, which held the liquid nitrogen, had a
capacity of 500 ml. The outer bulb was constructed from a 1-liter spherical
flask. The tubulations joining the two cold traps and the test chamber were
3.5 cm in diameter.
The test chamber was constructed from a length of 7.5 cm O.D. pyrex
glass tubing. Essentially, it was a cylinder about 25 cm long, closed at
one end and tubulated with 3.5 cm diameter tubing at the other end that
connected to the spherical cold trap. At the center of the cylinder, there
were four 2.5-cm diameter tubulations spaced 90 degrees apart to which
various experi ►nental gauges could be attached.
Pure gases were introduced into the test s,
	 m from a glass manifold
to which three 1-liter flasks of reagent grade gases were attached. The
manifold was separated from the system by a Hoke model 411 all-metal diaphragm
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valve. This valve could be adjusted so as to establish very small flows of
gas. The pure gases entered the test system near the top of the Martin dif-
fusion pump. Fairly stable, constant gas pressures were established in the
test chamber with this arrangement.
It was found possible to obtain low pressures in this system of the order
of 10-9 and 10- 10 Corr by baking all of the high vacuum components at tempera-
tures ranging between, 250 and 350 0C. Bakeout was accomplished by using heating
tapes wherever possible and using a heat gun to heat portions of the experi-
mental gauges and other components that were not heated sufficiently by the
tapes. Generally, several days of pumping were required after bakeout to re-
duce the test chamber pressure to its lowest equilibrium value.
Pressures in the test chamber were measured with a hot filament Veeco
RG-75 Bayard-Alpert gauge and associated control unit (the hot filament
comparison gauge of Figure 1). The large McLeod gauge shown at the far right
in the photograph of Figure 2 was not connected to the test chamber.
Alnico V permanent magnets (designated as model M-5 magnets) having an
air gap of 1 1/4 inches and pole face diameters of 1 1/4 itches were used to
provide the magnetic fields for the experimental cold cathode gauges. The
magnetic field strength at the center of the air gap, as measured with a
Rawson model 501 rotating coil gaussmeter, was generally about 1050 gauss.
Two of these magnets are shown resting on the table top in Figure 2.
As shown in the photograph, Keithley model 600 battery-powered electro-
meters were used to measure the small do currents generated in the experimental
gauges. John Fluke model 408A and 408B highly regulated high voltage power
supplies were used to provide voltages to the experimental gauges. One of
these power supplies is shown mounted in a rack in Figure 2. The Veeco
Bayard-Alpert gauge control unit is shown mounted in the same rack.
Design and Construction of the Experimental Gauges
Three experimental gauges were utilized in this research program. One
of these gauges, the so-called model X-1 gauge, had been designed for an
earlier program. The X-1 gauge will be described in the next chapter. The
constructional features of each of the other two gauges and the objectives of
the gauge design are discussed below.
The three experimental gauges, the X-1, Y --1 and Y-2 gauges, were con-
structed by making use of the standard components of the Vacuum Industries
(a subsidiary of the GCA Corporation) model 1410 cold cathode gauge. Various
components were modified for the different gauges. By using this technique,
it was possible to build these gauges quickly an' economically.
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7The Model Y-1 Experimental Gauge. The model Y-1 gauge was designed
specifically to measure positive ion energies. The salient features of this
gauge, as shown in Figure 3, were the placement of a relatively large diameter
(.060 inches) wire probe inside the hollow cathode and the provision of a
small .010 inches diameter aperture in the side wall of the hollow cathode
on the gauge centerline. The small diameter aperture was constructed in the
following fashion: A hole 1/8-inch in diameter was drilled through the center
of the cylindrical portion of the cathode. This hole was then covered with
a sheet of thin wall (.002 inches thick) stainless steel in which a .010-inch
diameter hole had been drilled. The thin sheet was welded to the cathode so as to
as to center the small aperture with respect to the 1/8-inch diameter hole.
The inner diameter of the hollow cathode was .187 inch and the distance from
the .010-inch aperture to the center of the hollow cathode was .156 inch.
As can be seen in Figure 3, the gauge cathode was spool shaped. The
cathode and plates were 1.0 inch in diameter and the height of the cathode
was 13/16 inch. The gauge anode was a cylinder having a length of 1/2 inch
and an inner diameter slightly greater than 1 inch so that it could be slipped
over the cathode. The gauge envelope was a cylinder 1.9 inches in outer
diameter and 1 7/32 inches high overall. A 3/4 -inch O.D. tubulation utiliz-
ing a Kovar-to-pyrex graded seal permitted the gauge to be attached to the
system test chamber. The length of this tubulation was about 9 inches.
All metal portions of the gauge were made of type 304 stainless steel that
had been vacuum fired to reduce their outgassing rates.
The lower part of the gauge cathode was held in position by resting on
a 1/4-inch diameter ceramic sphere that was accurately positioned with respect
to the bottom cover of the envelope.	 The top of the cathode was fastened to
the central conductor of a cable end seal as shown. In this way, access was
provided to the top, open end of the hollow cathode. A probe wire.060-inch
in diameter was centered within the hollow cathode and connected to the
central conductor of a separate cable end seal. Short lengths of pyrex glass
tubing, were used to insulate this probe at all points except the portion within
the hollow cathode. The anode cylinder was held in position by *-he central
conductor of a third cable end seal. The conductors provided electrical
connections to the cathode, probe and anode as well as serving as mechanical
supports.
The central probe that was inserted within the hollow cathode was chosen
to-have a diameter of.060 inch because experimentation with a similar gauge
that had been developed earlier (the model X-1 gauge, to be described in the
next chapter) had shown that such a wide probe would effectively collect all
of the positive ions that entered the hollow cathode through a .010-inch
diameter aperture.
The Model Y-2 Experimental Gauge. The model Y-2 gauge was designed to
measure the relative radial electronic space charge distribution within a
cold cathode gauge without disturbing the discharge. The unusual element
of this experimental gauge was a special cathode in which a series of eleven
BOTTOM COVER 
1/8 DRIL
SECTION A - A'
Figure 3. Model Y-1 experimental cold cathod
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small holes had been drilled along a radial line in the upper cathode end
plate. The holes were .010 inches in diameter and were spaced .030 inches
apart. A bellows-sealed micrometer movement feedthrough was used to move a
.010 Inches diameter wire probe in a radial direction ,just above the series of
holes in the cathode end plate. In its radial motion, the probe moved suc-
cessively over each of the eleven holes. Figure 4 is a schematic drawing of
this gauge.
In this particular gauge, the cathode end plates were built to overlap
the top and bottom edges of the standard cylindrical anode. The cathode end
plates were made of .015 inches thick type 304 stainless steel. The central
portion of the cathode was a pure cylinder in contrast to the partly conical
standard cathode. The cathode was positively positioned by means of two
ceramic spheres as shown in Figure 4.
The movable probe wire and its electrical connection to a cable end
seal was insulated with short lengths of glass tubing. Only the portion
of the probe extending over the series of eleven cathode holes was left
uninsulated. A separate cable end seal was used to provide an electrical
connection to the cathode while heavy stainless wire conductors that were
welded to two diametrially opposite cable end seals were used to support
the standard anode and provide an electrical connection to this electrode.
The same standard gauge envelope and tubulation was used for this gauge
as was used for the Y-1 gauge.
The bellows-sealed motion feedthrough that was used to effect move-
ment of the probe wire is described schematically in Figure 5. A welded
metal bellows Was used in order to provide the maximum amount of movement
for a given bellows length. All of the vacuum seams were T.I.G. heliare
welded. The micrometer thread provided a measured movement of .025 inches
per revolution. The micrometer scale was graduated with .001 inches di-
visions. This motion feedthrough provided a total travel of about 7/16
inch. Since it was constructed entirely of stainless steel, it could be
baked out in the same fashion as the other components of the gauge.
Experimental Results
Ion Energy Measurements. The Y-1 experimental gauge was sealed to the
test chamber of '.he glass vacuum test system described earlier and was con-
nected electrically as shown in Figure 6. A J. Fluke model 408A power supply
was used to furnish high voltage to the gauge anode while a J. Fluke model
408B power supply, in which the output voltage is variable from 0 volts up
to 6 W, was used to furnish the retarding or bias potential to the gauge
cathode. The central ion collecting probe within the hollow cathode was
connected to ground through a Keithley model 600 electrometer. Since the
voltage input to the Keithley was never more than 1 volt, the potential of
the ion probe was never more than 1 volt positive above ground (zero) potential.
A second Keithley model 600 electrometer was used to measure the current
drawn from the gauge anode high voltage supply. This supply current is
predominantly due to the current row between the gauge anode and cathode,
	
J
'
	
	 although there can be a small current flow between the anode and the grounded
envelope of the gauge.
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Figure 4. Model Y-2 experimental cold cathode gauge.
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The resistance between the cathode and ion probe of the Y-1 gauge 13
was measured many times and Oas always found to be greater than 1 x 10
ohms, the limit of the measurement capability of the Keithley model 600
electrometer when used as an ohmmeter. During each series of ion energy
measurements, the actual ohmic leakage current between the cathode and the
ion probe was measured by turning off the anode voltage to extim^uish the
discharge and then recording the current measured by the ion probe electro-
meter for all values of the negative retarding potential applied to the
gauge cathode. The values of 
I 
eakage current obtained in this way were
never more than about 4 x 10- 1 amperes, approximately the measurement limit
of the Keithley electrometer. Corrections for these small leakage currents
were made wherever necessary.
The method used to make positive ion energy measurements was the standard
retarding potential method in which successively fewer and fewer ions were
permitted to reach the central ion probe by biasing the cathode more and more
negative with respect to the ion probe. The cathode negative bias was changed
in steps of 50 volts starting with. zero (ground) potential. Simultaneous with
the change in the cathode bias potential, the anode potential was also changed
to maintain a fixed anode-to-cathode potential. In this way, the main dis-
charge between the anode and cathode was held constant as evidenced by the con-
stancy of the current collected by the cathode. In those cases where the
cathode current did change slightly despite the constant anode-to-cathode
voltage, corrections for the changes were made. The pressure in the test
chamber was monitored continuously and remained constant for ion energy measure-
ments at each pressure level. The ion probe current for each value of cathode
bias was recorded and constituted the basic data of the measurement were also
recorded for each 50-volt change in cathode bias potential was adopted. All
measurements were made using the same timing.
The positive ion probe currents that were measured for increasing negative
retarding potentials formed a decreasing sequence representing an "or more"
cumulative frequency distribution or ogive. The derivative of this cumulative
distribution represents the relative positive ion current density as a function
of ion energy. The differentiation of the cumulative distribution was actually
approximated by a step=by-step differencing using the data points taken at
50-volt ion energy intervals. For convenience of display and interpretation,
the cumulative ion probe current was normalized to unity for zero retarding
potential and the probe ion current Ter energy interval ( ion current density)
was normalized to unity for the maximum ion current density. Corrections
for leakage current and variations in the anode-to-cathode discharge current
were made.
An unexpected result of the ion energy measurements was the discovery that
the positive ion probe current was reduced to zero for a value of retarding
bias potential that was considerably less than the anode - to-cathode potential.
Not only did the probe current fall to zero at this point, but it would become
negative as the retarding potential was made even more negative. Evidently,
the ion prove would start collecting electrons when the gauge cathode became
sufficiently negative.
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A few auxiliary experiments were made to determine the origin of the
negative current to the ion probe. At first, ohmic leakage of the probe
insulation was suspected. Measurements made with the high voltage to the anode
off but with large negative voltages applied to the cathode, with the probe
placed at ground (zero) potential v#a an electrometer, showed that leakage
currents were not greater %han 10" 1`' amperes. Another possible source of
electrons would be a secondary gas discharge between either the central ion
prone and the negative cathode or between the negative cathode and the
grounded metal envelope. In order to test this possibility, the metal
envelope was first placed at the same potential as the cathode. As the
cathode was placed at a greater and greater negative potential, it was
found that the negative current to the ion probe started much earlier at
a smaller negative cathode potential (-500 volts) than for the case where
the metal envelope was at ground potential ( -900 volts). Evidently the
negatively - biased envelope made it easier for the ion probe to collect
electrons. When the metal envelope was placed at the same positive potential
as the anode (+1.5 kV), the negative current to the ion probe started later
at a larger negative cathode potential ( - 1000 volts).
In all cases it was found that an increase of gas pressure within the
gauge had two separate effects. Increasing pressure tended to shift the
onset of probe Aectr^.a collection to larger values of cathode negative
potential. This was a very small effect but was consistent with the result,
to be described later, that positive ion energies increased with increasing
gas pressure. The second effect was that increased gas pressures resulted in
much larger negative currents to the ion probe per unit increase in cathode
retarding potential. This result confirmed the notion that the undesired
electrons were coming from a gas discharge process. The unresolved question
to date centers	 whether the electrons were originating in the main discharge
and were somehow finding their way to the ion probe, or whether they were
formed in a secondary discharge outside the main anode-to-cathode discharge.
Future experimental gauges designed to measure positive ion energies would
have to take this phenomenon into account. Despite the shortcoming mentioned
above, the ion energy data that was obtained with the Y-1 experimental gauge
accounted for about 95 percent of the ions present in the discharge.
Certain system preparations were made prior to making ion energy measure-
ments. The system was baked out and allowed to pump down to a low equilibrium
background pressure that was generally in the 10- 9 torr region. After this,
the experimental Y-1 gauge was allowed to operate overnight at the value of
anode voltage that would be used for the experiments.
Before ion energy measurements were made, voltage-current characteristics
of the Y - 1 gauge were determined, using the background gas in the test system.
Both the gauge cathode and ion probe currents were measured as a function of
the anode voltage for voltages ranging between 1.0 and 4.2 kV. Measurements
were .Wade every 100 volts. The gauge cathode and ion probe were essentially
at ground (zero) potential. The results of the measurements are displayed in
Figure 7. It can be seen that the ion probe current generally followed the
cathode current, but that for anode voltages between 2.0 and 3.0 kV, the inn
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DATE:	 August 12, 1965
GAUGE:	 Y-1
CAS:	 Background at 3.80 x 10' 8 Torr
MAGNETt
	
K-5, 1030 Gauss
POKER SUPPLY: J. Pluks 408A
ELECTROMETER: Kaithlsy 600
SYSTEU:	 Glass d-5, HE Diffusion pump
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Figure 7. Voltage -current characteristics of the Y-1
experimental gauge.
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probe current had a generally increasing value with increasing voltage while
the cathode current was relatively constant. The negative dips in both
currents coincided as did the regions of steady and unsteady signals. The
ion probe does appear to be measuring a constant fraction of the tct',al dis-
charge current.
The first careful ion energy measurement was made with 1.5 kV on the
gauge anode using nitrogen gas at a pressure of 8.6 x 10
-
 torr. The results
of this measurement are shown in Figure 8. The cumulative ion probe currents
are plotted in two different ways in this graph. The ratio of each ion probe
current i+ measured in sequence to the maximum ion probe current i
.g (measured
for zero retarding potential) yields an "or more" ogive. This distribution has
a value of unity for zero ion energy and decreases to almost zero for higher
ion energies. The complementary "less than" cumulative frequency distribution
is obtained by subtracting the ratio i+/i+MAX from unity. The derivative of
either ogive, normalized to unity for the maximum value of the derivative,
yields the relative ion current density, that is, the ion current per ion
energy interval.
ion energy distribution
skewed to the left, the
arithmetic mean will be
is of the order of one
a energy distribution here
As can be seen in Figure 8, the mode of the
occurs at 550 volts. Since this distribution is
median is some value less than 550 volts and the
less than the median. Thus, the mean ion energy
third of the anode-to-cathode potential. The io.
is basically unimodal.
The second careful ion energy measurement was made with 3.5 kV on the
gauge anode using nitrogen gas at a pressure of 8.5 x 10" 6 torr. The results
of this measurement are shown in Figure 9. Here it is seen that the unimodal
distribution obtained with 1.5 kV on the gauge anode has become a multimodal
distribution at the higher anode voltage of 3.5kV. There are at least six
peaks in the ion current distribution, and there is a distinct valley or near
absence of ions having energies between 250 and 400 volts. This data shows
clearly the possibility 	 e	 "of the existence of "bands of ion enrgy.
In order to make a systematic stduy of ion energy distributions in a
magnetron type cold cathode ionization gauge, several series of related
ion energy measurements were made. First, measurements were made with
nitrogen gas using an anode voltage of 3.0 kV. The nitrogen gas pressure
was increased in steps, starting with a low pressure of 8.5 x 10" torr.
Second, measurements were made with nitrogen gas using an anode voltage of
1.5 kV, again for a series of increasing pressures. Finally, measurements
were made with helium gas at an anode voltage of 1.5 W.
The results of the systematic positive ion energy measurements are dis-
played in Figures 10 through 22. A study of these results leads to a number
of interesting observations and conclusions. First, the positive ions appea
to be grouped into energy bands. The energy bands vary in energy spread
from about 100 volts to 200 or 300 volts. For all pressures of nitrogen gas
there is an initial energy band of energy spread from zero to 150 volts.
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DATE:	 August 5, 1965
GAUGE:	 Y-1
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Figure 8. Fractional cumulative ion probe currents and relati l e ion
current density at 1.5 kV for nitrogen gas at 8.6 x 10 -6 torr.
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DATE:	 August 11, 1965
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Figure 9. Fractional cumulative ion probe current and relative ion
current density at 3.5 kV for nitrogen gas at 8.5 x 10 -6 torr.
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^	 DATE:	 October 4, 1965
GAUGE:	 Y-1
GAS:	 Nitrogen
MAGNET:	 M-5, 1050 Gauss
0.8	 POWER SUPPLY: J. Fluke 408A & 408B
ELECTROMETER: Keithley 600
SYSTEM:	 Glass B-5 Hg Diffusion pump
1	 PRESSURE:	 8.5 x 10' A Torr
DISCHARGE I:	 1.9 x 10- 7 Amperes
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Figure 10. Fractional cumulative ion probe current and relative icon
current density at 3.0 kV for nitrogen gas at 8 . 5 x 10-8
 torr.
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DATE:	 October 5, 1965
GAUGE:	 Y-1
GAS:	 Nitrogen
MAGNET:	 N-5, 1050 Gauss
POWER SUPPLY: J. fluke 408A 6 4088
ELECTROMETER: Reithley 600
SYSTEM:	 Class 3-5, Ng Diffusion pump
VOLTAGE:	 3.0 kV
PRESSURE:	 6.5 x 10'^ Torr
DISCHARGE I:	 1.60 x 10' 6 Amperes
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Figure 11. Fractional cumulative ion probe current and relative it
current density at 3.0 kV for nitrogen gas at 6.5 x 10" torr.
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DATE: October 5, 1965
GAUGE: Y-1
CAS: Nitrogen
MAGNET: IC-S, 1050 Gauss
POWER SUPPLY: J. Fluke 408A & 408B
ELECTROMETER: Keithley 600
SYSTEM: Glass 5-5, Hg Diffusion pump
VOLTAGE: 3.0 kV
PRESSURE: 4.3 x 10' 6 Torr
DISCHARGE CURRENT: 1.08 x 10' 5 Amperes
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Figure 12. Fractional cumulative ion probe current and relative ion
current density at 3.0 kV for nitrogen gas at 4
. 3 x 10"6 torr.
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DATE:	 October S, 1965
GAUGE:	 Y-1
GAS:	 Nitrogen
MAGNET:	 N-S, 1050 Gauss
POWER SUPPLY:
	
J. Fluke 408A 6 408D
ELECTRONITERs
	 Reityley 600
SYSTEM:	 Glass 5-5, Hg Diffusion pump
VOLTAGE:	 3.0 kV
PRESSURE:	 5.90 x 10- 5 Torr
DISCHARGE CURRENT: 1.62 x 10- 4
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Figure 13. Fractional cumulative ion probe current and relative ion
current density at 3.0 W for nitrogen gas at 5.90 x 10"5 torr.
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9 DATE:	 November 11, 1965
1 GAUGE:	 Y-1
GAB:	 Background
MAGNET:
	 M-5, 1050 Gauss
0
POWER SUPPLY:
	 J. Fluke 408A & 4086
ELECTROMETER:	 Keithley 600
` SYSTEM:
	 Glass 6-5, Hg Diffusion pump
VOLTAGE:
	 1.5 kV, Mode-Cathode
PRESSURE:
	 7.5 x 10- 9
 Torr
T DISCHARGE 1:
	 1.9 x 10' 9
 Amperes
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Figure 14. Fractional cumulative ion probe current and relative ion
current density at 1.5 W for background gas at 7 . 5 x 10 9 torr.
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DATE:	 November 11, 1965
GAUGE:
	 Y-1
GAS:	 Nitrogen
MAGNET:
	 M-5, 1050 Gauss
POWER SUPPLY: S. Fluke 408A & 408B
ELECTROMETER: Keithley 600
SYSTEM:	 Glass B-5, Hg Diffusion pump
VOLTAGE:	 1.5 kV, Anode-Cathode
PRESSURE:
	 2.75 x 10-S
 Torr
DISCHARGE I:
	 1.7 x 10-8 Amperes
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Figure 15. Fractional cumulative ion probe current and relative ion
current density at 1.5 W for nitrogen gas at 2.75 x 10"
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DATE:	 November 11, 1965
GAUGE:	 Y-1
GAS:	 Nitrngen
MAGNET:
	 M-5, 1050 Gauss
P=K SUPPLY: J. Fluke 408A & 400B
ELECT OMETER: Keathley 600
SYSTEM:
	 Glass B-5, Hg Diffusion pump
VOLTAGE:	 1.5 kV, Anode-Cathode
PRES6URE:
	 5.7 x 10- 8
 Tcrr
DISCHARGE I: 4.65 x 10-8 Amperes
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Figure 16. Fractional cumulative ion probe current and relative ion
current density at 1.5 W for nitrogen gas-at 5.7 x 10 -8 torr.
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DATE. November 11, 1965
ti.	 GAUGE: Y-1
••ti	
GAS: Nitrogen
MAGNET: M-5, 1050 Gauss
POWER SUPPLY: J. Fluke 408A & 4088
`	 ELECTROMETER: Keithley 600
♦ 	 SYSTEM: Glass B-5, Hg Diffusion pump
•	 VOLTAGE: 1.5 kV, An de -Cathode
♦, 	 PRESSURE: 2.45 x 10-^ Torr
DISCHARGE 1: 1.87 x 10-7 Amperes
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Figure 17. Fractional cumulative ion probe current and relative ion
current density at 1.5 kV for nigrogen gas at 2.45 x 10 -7
 torr.
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DATE:	 November 11, 1965
GAUGE:	 Y-1
GAS:	 Nitrogen
MAGNET:	 M-5, 1050 Gauss
POWSR SUPPLY: J. Fluke 408A 6 408E
ELECTROMETER: Keithley 600
SYSTEM:	 Class B-5, Ng Diffusion pump
VMTAGE:	 1.5 W, Anode-Cathode
PRESSURE:	 7.65 x 10- 7 Torr
DISCHARGE I: 7.5 x 10-7 Amperes
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Figure 18. Fractional cumulative ion probe current and relative ion
current density at 1.5 W for nitrogen gas at 7.65 x 10" 7 torr.
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)ATE:	 November 11, 1965
:AUGF:	 Y-1
.AS:	 Nitrogen
IAGNET:	 M-5, Approx. 1050 Gauss
'OWES SUPPLY: J. Fluke 408A & 408B
MECTROMETER: Keithley 600
;YSTEM:	 Glass B-5, Hg Diffusion pump
IOLTAGE:	 1.5 kV, Anode-Cathode
'ItESSURE:	 3.90 x 10-6 Torr
)ISCHARGE I:	 3.6 x 10- 6 Amperes
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Figure 19. Fractional cumulative ion probe current and relative ion
current density at 1.5 kV for nitrogen gas at 3.90 x 10- 6 tors.
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DATE: December 12, 1965
GAUGE: Y-1
GAS: Helium
MAGNET: M-5, 1050 Gauss
POWER SUPPLY: J. Fluke 408A & 408B
ELECTROMETER: Keithley 600
SYSTEM: Glass B-5, Hg Diffusion pump
VOLTAGE: 1.5 kV
1 PRESSURE: 2.6 x 10'7 Torr
DISCHARGE I: 1.40 x 10' 7
 Amperes
i
i
0 0.1 0.2 0.3 0.4 0.5 0.6 0.7 0.8 0.9 1.0
ION ENERGY (kilovolt:)
Figure 20. Fractional cumulative ion probe current and relative ion
current density at 1.5 kV for helium gas at 2.6 x 10"7 torr.
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Figure 21. Fractional cumulative ion probe current and relative ion
current density at 1.5 W for helium gas at 9.3 x 10"7 torr.
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DATE:	 December 12, 1965
GAUGE:	 Y-1
GAS:	 Helium
MAGNET:	 M-5, 1050 Gauss
1	 POWER SUPPLY: J. Fluke 408A & 408B
ELECTROMETER: Keithley 600
SYSTEM:	 Glass B-5 o Hg Diffusion pump
VOLTAGE:	 1.5 kV
PRESSURE:	 2.9 x 10-6 Torr
DISCHARGE I:	 1.8 x 10-6 Amperes
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Figure 22. Fractional cumulative ion probe current and relative ion
current density at 1.5 kV for helium gas at 2.9 x 10"6
 torr.
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The same appears to be true for helium gas, but the data for helium is more
limited. For all pressures, there is a second energy band that extends Ucom
150 volts to 300 or 350 volts. Additional energy bands appear out to the
maximum ion energies present. For an anode-to-cathode voltages of 3.0 kV,
up to ten energy bands are evident. The number of energy bands increases
with increasing anode voltages. As the gas pressure increases, the energy
bands tend to widen and merge into a single continuous distribution.
It is also observed from the data that at very low pressures, the energy
bands tend to be isolated from one another. In one case, at least, a mode
change occurred at a pressure of 2.75 x 10- 8 torr nitrogen with 1.5 kV on the
Y-1 gauge anode. There was no change in the initial energy band, but the
second energy band changed from having a maximum at 300 volts (at a
background gas pressure of 7.5 x 10- 9 torn), to having a minimum at 300
volts. In addition, the mode of the ion energy distribution shifted strongly
to lower voltages contrary to the general behavior. The relative ion current
density decreased to zero at 150 volts for the pressure at which the mode
change occurred.
It can be seen from the data that the percentage of positive ions with
higher energies increases as the pressure increases. Another way of putting;
this is to state that the average ion has a higher energy at higher pressures.
Also, in agreement with this trend, the percentage of positive ions in the
first energy band (0 to 150 volts) decreases as the pressure increases.
And, finally, it is observed that as the gas pressure decreases, not only
is there a larger percentage of positive ions in the first energy band,
but the remainder of the ions tend to group into the highest energy band,
thus leaving a near absence of positive ions between these two energy bands.
The ion current density tends toward a bimodal, "inverted normal" type
distribution. It is a though the positive ions become restricted to two
regions at low pressures - the initial or first energy band near the cathode
and a high energy band perhaps near the anode. Certainly, the valley ir, the i6n
current density between these two bands widens as the pressure decreases.
According to the data obtained, about 95 percent of all positive ions
have energies that are less than one half the anode-to-cathode voltage.
About 15 to 20 percent of the positive ions at low pressures have energies
less than 150 volts.
In all the data presented thus far, the ion probe currents were measured
at energy intervals of 50 volts. Two additional experiments were carried
out in which the ion probe currents were measured at 10-volt intervals for
retarding potentials between 0 and 200 volts. Nitrogen gas was used in
these measurements with 1.5 kV on the gauge anode. Figures 23 and 24 show
the results of these detailed low energy measurements.
In both low energy measurements, the positive ions appear to be grouped
in narrow energy bands that vary in width from about 20 to 35 volts. At the
lower pressure of 5 x 10 -8 torr, the 20-volt energy bands are just separated.
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DATE:	 Dece0er 6, 1965
UWGE:	 Y-1
GAS:	 Nitropn
MAGNET:	 M-5, 1050 Cause
POWER SUPPLY: J. duke 4O8A 6 4085
ELECTROMETER: Keathley 600
SYSTEM:
	
Glass 5-5, NS Diffusion pump
VOLTAGE:	 1.5 W. Ansde-Cathode
PRESSURE:	 5.05 x 10- Torr
DISCHARGE I: 3.95 x 10- 8 Amperes
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Figure 23. Low energy fractional cuaulative ion probe current and rela-
tive ion current density at 1.5 W for nitrogen gas at
5.05 x 10-8
 torr.
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DATE:	 December 6, 1965
' GAUGE:
	 Y-1
CAS:	 Nitrogen
MAGNET:
	 N-5, 1050 Gauss
POWER SUFPLY: J. Fluke 4061 i 404
ELECTROMETER: Kelthley 600
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	 Class a-5, Nx Diffusion pump
VOLTAGE:
	 1.5 W. Mode-Cathode
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	 1.40 x 10-7
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At the higher pressure of 1.4 x 10-7 torn, there is an overlapping of energy
bands that are 30 to 35 volts wide. In addition to the detailed small scald
energy bands, most of the narrow bands in Figure 24 appear to form a single lar^tti
energy band that extends from 30 to 200 volts. In both experiments, it can be
seen that 5 percent of the total number of positive ions have energies less ; tta o
10 volts.
It is believed that the ion energy data obtained to date represents a
a first necessary step in understanding the nature of a cold cathode gauge
discharge. Further additional measurements of positive ion energies will
be necessary to verify any detailed theory of gauge operation. The new
measurements should be made for various magnetic field strengths as well.
as for different anode-to-cathode voltages and different pressures of each
of several gases.
Electronic Space Charge Measurements. The Y-2 experimental gauge was
sealed to the test chamber of the glass vacuum test system and was connected
electrically as shown in Figure 25. '. J. Fluke model 408A high voltage
regulated power supply was used to furnish high voltage to the gauge anode.
The gauge cathode was connected to ground through a Keithley model 600
electrometer while the movable probe wire was connected to a bias battery
and a second Keithley model 600 electrometer :a ground. The bias battery
voltage was adjustable up to a value of 300 volts. 	 This battery was mounted
on a teflon block to minimize leakage currents to ground. An NRC model
number 46756 permanent magnet was used to supply a magnetic field of 1000
gauss.
The Y-2 gauge seemed to start and operate normally fo_5 anode voltages
between 0.5 and 4.0 kV and a gas pressure of about 1 x 10	 Corr. The probe
was b'_ased positively at successive values of +22.5, + 45 and +300 volts
to attempt to draw electrons out of the discharge through the small holes
in the cathode end plate. There was a small net electron flow t.a the probe,
but there was no evidence of a periodic current pickup as expected through
the holes of the cathode end plate.
In another experiment, the Y-2 gauge was operated with the anode at
ground potential and the cathode at -900 volts. The probe was operated at
ground potential and did exhibit a net electron flow. The net electron flow
did increase as the probe was moved radially inward, but it'i 's believed that
the current increase may have been Laused by the approach of the probe con-
necting wire to the anode-cathode gap.
The third experiment performed with the Y-2 gauge, with f..r..s anode at
+ 4.0 kV and its cathode grounded, was to bias the probe neg Live by 45
volts so that it would collect a net positive current and then move the
probe radially inward in .005 inch steps. It was reasoned that only the
relative changes in probe current as a function of radial disc=rote were of
importance independent of the absolute magnitude and sign of the current.
The results of the measurement are shown in Figure 26.
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Figure 25. Electrical connections used to measure the relative radial
electronic space charge distribution in the Y-2 experimental
gauge.
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As can be seen in the figure, the positive ion current to the probe was
a maximum with , the probe located near the edge of the cathode end plate.
As the probe was moved radially inward, the net positive current to the
probe decreased. This is equivalent to an increase in electronic current
to the probe. However, there was not sign of periodic decreases in the
positive current as would occur if high energy electrons moved from the
discharge through the holes in the cathode end plate. It must be concluded that
little or no electrons are being drawn out of the discharge in the axial
direction ( same direction as the magnetic field) in the Y-2 gauge. During
this experiment, the discharge current had a total of four modes of operation,
with the current changing by only a small percentage between modes.
The conclusion drawn from measurements made with the Y-2 gauge is that
the electronic space charge current does not have any strong axial components.
The electronic space charge current must be almost pu ely circumferential.
On the other hand, there is a leakage of both electrons and positive ions in
the reo^.:n between the anode and the outer edges of the cathode end plates.
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III. POSITIVE ION TRAJECTORIES IN A MAGMETRbN-
TYPE COLD CATHODE IONIZATION GAUGE
Design andConstruction of the Model X-1 Experimental Gauge
The model X-1 gauge was designed and constructed for an earlier experi-
mental program (1]. This gauge was built to permit several different kinds
of measurements to be made. For one thing, the gauge contained a radially-
divided anode to facilitate measurements of radio frequency that might be
generated during its operation. Another feature of this gauge was the place-
ment of a small fixed probe adjacent to, but electrically isolated from, one
of the two slits in the gauge anode. Positive ions or electrons might then
be drawn out of the discharge to the fixed probe. The third feature of the
gauge design, the feature utilized in the current research, was the placement
of a movable, central ion probe within the hollow cathode of the gauge. A
small aperture in the center of the cylindrical wall of the gauge hollow
cathode formed a beam of positive ions which could be detected by the central
probe. The curvature and spread of the positive ion beam for ions of a single
species (mass) would depend on the origin and energy of these ions within the
discharge region and on the strength of the magnetic field. If the energies
of the various ions that entered the hollow cathode could be ascertained, then
the positions at which the ions were detected by the movable probe would be a
function of the origin of the ions. A knowledge of the energy (potential) of
each positive ion and its origin (point of ionization within the discharge)
would yield the gauge potential as a function of radial distance. From V"Le
potential distribution, one can easily find the electric field distribution
and the space charge distribution. It can be seen that successful operation of
the X-1 gauge could lead to a fairly complete measurement of cold cathode ioni-
zation gauge discharge properties.
The model X-1 gauge, shown in Figure 27, was built with a radially-
divided anode and a movable, 0.010-inch diameter, tungsten central wire probe
located inside the hollow cathode. A bellows-sealed, micrometer-type motion
feedthrough was used to move the central probe. This feedthrough is very
similar to that shown earlier in Figure 5. A hole 1/8-inch in diameter was
drilled through the center of the cylindrical portion of the cathode. This
hole was th-n covered with a sheet ;,f thin wall stainless steel in which a
0.010-inch diameter aperture hole had been drilled. This latter hole served
as an aperture to permit po , Stive ions frowi the discharge to enter the interior
of the cathode. The positive ions that entered the cathode were collected by
the movable 0.010-inch diameter tungsten probe.
Experimental Results and Trajectory Analysis for Helium Gas
The Model X-1 Gauge Data. A number of experiments were performed with the
Model X-1 gauge, but only three of these will be discussed in this chapter.
The X-1 gauge was mountee on the test chamber of the all-glass vacuum test
system. A 1030 gauss, 1-1/4-inch gap length ,pe'm anent magnet (the model M-5
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Figure 27. Model X-1 experimental cold cathode gauge.
40
magnet) was used to supply the magnetic field. An anode voltage of 4.0 kV
was furnished by a GCA laboratory type unregulated but well-filtered high
voltage power supply. Keithley Model 600 electrometers were used to measure
the cathode current and the central ion probe current. The system had been
baited out mildly several days prior to the experiments. The background pres-
sure in the system with the spherical cold trap filled with liquid nitrogen
r was about 1 x 10 - 8 torr (Veeco RC - 75 gauge at 10 mA emission).
After the desired pressure of a particular gds had been established in
the system in the usual way, the central ion collector probe was moved radially
from a position 0.050 - inch off-center to the center of the cathode (and gauge)
and then moved 0 . 050-inch off-center in the opposite radial direction. The
positive ion current to the probe was observed at 0.005-inch intervals of
probe position. One experiment was conducted with a nitrogen pressure of
3 8 x 10" 7 torr in the test chamber. The results of this experiment are shown
in Figure 28. As can be seen, the positive ior, current to the central probe
formed a beam having dimensions that were determined primarily by the width
of the cathode aperture (0.010-inch) and the probe diameter (also 0.010-- inch).
The probe -to-aperture spacing of 0.156 inch (dimension Z) is an important
parameter in the analysis of the data. The maximum beam current for nitrogen
was about 7-1/2 times greater than the background current to the ion probe.
The second experiment was conducted with helium gas at a pressure of
7.2 x 10
-6 
torr. The gauge anode voltage was 4 . 0 kV acid the magnetic field
at the center of the gauge was 1030 gauss. The cathode (discharge) current-
was 1 . 2 x 10 " 5 amperes during the experiment, over 100 times greater than the
Background gas discharge current of 7.0 x 10" 8 amperes. The results of this
experiment are plotted in Figure 20. Notice the displacement of the beam of
light helium ions with respect to the center of the gauge cathode. The peak
current of the helium ion beam was only about 3-1/2 times greater than the
ion background current within the cathode, indicating greater scattering and
reflection of the ions within the cathode. The helium beam was only about
0.035-inch wide. The position of the ion probe with respect to the center of
the gauge cathode is Nal l y an estimate that was obtained by visual alignment
when the gauge was t,s',^'tructed. Later experimental. evidence indicated that
this alignment could be off by approximately # 0.010-inch. Notice that the
probe ion current was roughly a normal type distribution. The values of
probe current were taken in steps of 0.005 inch. As can be seen from the
graph, this position i.Lterval was too large to yei,ld a detailed distribution
r`	curve. An interval no longer than 0.0025 inch should have been used.
The Cycloidal Ion Trajectory Approximation. In order to make use of the
model X-1 gauge data, it is necessary to relate the ultimate position of a
positive ion within the X-1 gauge cathode with its initial starting point within
the discharge. Since the X-1 gauge cathode is at zero potential and the cen-
tral ion probe is also at zero potential, there is no electric field within
the hollow cathode. A positive ion that enters the cathode through the aperture
will move in a short segment of a circular arc due to the action of the magnetic.
field. The radius of the circular are may be easily expressed in terms of the
ion potential (V abvolts), the ion charge-to-mass ratio, i) 	 e/m emu/gram and
the magnetic field strength (B gauss). If the magnetic force Vev is equated
41
Figure 28. Central won probe curret
for nitrogen gas in the
42
24
22
20
w
IL Is
i0
 16
X
14
a 12
^.,	 10
W
8
C^
> 6H
4
2
01CA114. 25110F
GAUGE: No X- 19
MAGNET: 1-1/4" AIR GAP, 1030 GAUSS
VOLTAGE: 4.0 KV.
ELECTROMETER: KEITHLEY	 00^^ NO.6ON FAST POSITION
SYSTEM PRESSURE: 3.411 X IO-?TORR(VEECO RG - 75
f 10 Me)
CATHODE CURRENT: 5.2 X 10_-+__
GAS: NITROGEN
	
r
AkI
I
I	 1
1	 1
^--+— PR DIAMETER
^	 n .010
10 `
I
1	 CATHODE APERTURE
-.010" DIAMETER
1
I
1
1i
1
1
1
1	 '
1
1
II
1
k
BACKGROUND
ION LEVEL
PROSE-APERTURE
	 j
SPACING - .156	 1
1
I
1
ti
1
1
1
1
.040	 .030	 .020	 .010	 0	 -.010	 -.020	 -.030	 -.04
PROBE POSITION WITH !RESPECT TC CATHODE CENTER (INCHES)
010114. =9140/
GAUGE: X _ Is
MAGNET: 1.1/4" GAP, 1080 GAUSS
VOLTAGE : 4.0 KV
ELECTROMETER: KEITHLEY 600
SYSTEM PRESSURE: 7.2 x w e TORR,
BACKGROUND - 6.0 X IO-@ TOR1
CATHODE CURRENT: 1.2 X 0-5 AMPERE,
BACKGROUND • 7.0 X WIAMPERI
GAS: HELIUM
6-.0.--0---0.--4---0--a-,&--0-4''16'
22
20
IY
If 1e
•
1Q 16
x
W
C 14a
IL
p 12
O
1— 10
W
V 8
O
W 8
N
g 4
1	 ^
1	 ^1	 ^1
1	 ^1
I	 I
1	 1
:I	 I	 1	 i	 1	 1	 1	 ^
.010	 .020	 .030	 .040
PROBE POSITION WITH RESPE' T TO CATHODE CENTER (INCHES)
Figure 29. Central ion probe current-position characteristic for
helium gas in the X-1 gauge.
2
C
43
to the balancing centrifugal force mv2 /R where v is the ion velocity and can
be expressed in terms of the ion potential, mass and charge as v = (2 eV/m)1/2,
the resulting expression for the radius R is:
R = (1/B) %2 V/ T 1	 (1)
Now, in addition to knowing the radius of curvature of-the ion trajectory
within the cathode, it is necessary to know the angle p at ohich the positive
ion entered the cathode. Once the entrance angle f` of the ion is related to
the starting position of the ion, the probe data can be used to determine the
starting positLons of ions of various potentials.
One approximate methode of relating the ion entrance angle f` to the ion
origin is to assume that the ion trajectories within the discharge region
between the anode and cathode are portions of a cycloidal arc. It Is assumed
that the spatiall y varying electric field in the discharge region can be re-
placed with an "effective constant electric field" E volts/cm, and that the
motion of an ion in the combined crossed electric and magnetic fields is
cycloidal.
Figure 30 shows the manner in which a positive ion may be assumed to
move in a cycloidal trajectory from its point of origin to the cathode aper-
ture and then continue on into the hollow cathode until it strikes the central
ion probe.
The slope of a cycloidal arc, as given by the derivative dy/dx in rec-
tangular coordinates, is:
ti dy /dx ( _ tan o -(^) - 1	 (2)
Y=Yo
where cx is the slope angle, the complement of the entrance angle f= (the angle
between the direction of the ion beam and the normal to the aperture), D is
the cycloid diameter (cycloid height D = 2a where "a" is the radius of gyra-
tion, the radius of the cycloid generating circle), and y o is the value of
the y coordinate at the point where the slope is being determined. The cycloid
diameter D is given by the well-known expression:
D_2x108E
it B2
where E is the electric field in volts/cm, 11 is the ion charge -to-mass ratio
in emn /gm and B is the magnetic field in gauss.
Equations (2) and (3) relate the angle a to the distancy yo. In this
model, the distance yo is used as an approximation to the radial distance ro
between the gauge cathode and the point of ion origin. All that remains is
to determine the angle 0 from the geometry of the gauge and the position S
along the line of probe motion at which the ion is detected.
(3)
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If one writef, the equation for the circular ion trajectory within the
hollow cathode and then demands that this circular arc pesses through the
point of ion detection, one obtains an expression for the coordinates C and
d which locate the center of the circular arc in terms of the parameters R.
S and Z. The expression for d is:
2
d-1 - Z+S —4+ R--2-1	 (4)
S +Z
From Figure 30, it is evident that
cos a-OR- sin 0	 (5)
where R may be calculated from equation (1). Equations (1), (4) and (5) are
used to determine the value of the angle a in terms of the gauge constants,
the potential of the ion, and the probe position or point of ion detection.
In performing ion trajectory analysis with the above model, there are
two arbitrary elements. First of all, it is necessary to assign a value of
potential V to the ions which are detected at a particular yrobe position S.
It will be shown in later sections that it is possible to '^. ,,emove the arbitrary
nature of this selection. The second arbitrary element is the selection of
the electric field E. Here we have a fundamental difficulty inherent in the
model. About all that can be done is to select a value of E that will be con-
Sistent with the value of V and the solution value yo. Since E represents an
average electric field over the cycloidal trajectory, its value should be of
the order of V /yo.
In order to test the cycloidal trajectory theoretical model and also gain
some insight into the positive ion wtions, a number of calculations were made
to find the point of origin for ions detected at three points of the helium
ion probe current-position characteristic of Figure 29. In this figure, the
probe position of +0.005-inch was labeled point A. the prone position of +0.020-
inch was labeled point B, and the probe position of +0.035-inch labeled point
C. It would appear that according to equation (1), low energy ions would have
a small radius of curvature R within the hollow cathode and would be detected
at points farthest from the center of the cathode. Thus, the point C at a
probe position of 0.035-inch would be associated with low energy ions. In the
same way, high energy ic•as should be deflected least within the cathode and
would be associated with the point A. The point of highest frequency in the
distribution curve of Figure 29, the point B, would most naturally be associated
with the ion energies of maximum frequency. From the previous ion energy
measurements, one can make use of the following rule of thumb, vis., the mode
of an ion energy distribution taken at a gas pressure of about 10- 6 torr occurs
at roughly one-third the maximum anode to cathode potential.
Dycloidal trajectory calculations that were
C of the ion probe current position characteristic
The value of the potential V selected for point A
voltage of 4,000 volts (4000 x 10 8 ebvolts). For
made for the points A. B and
 are summarized in Table 1.
was the full anode-cathode
an assumed electric field of
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TABLE 1
SUMMARY OF HELIUM ION ORIGINS AND ENTRANCE ANGLES
CALCULATED IN ACCORDANCE WITH THE CYCLOIDiAL MODEL
Data	 Voltage,V	 Electric Ion Origin , Y0	 Entran.e Probe Magnetic
Point	 (abvolts)	 Field, E (cm)	 Angle, p Position,S Uef lection,h
(volts/cm__ (Degrees) (cm) (cm)
	
1,000	 0.157
A	 4,000x108	22 t220	 0.873	 l0 12^	 0.0127	 0.0044
	
25 9 450	 1.000
	
630	 0.655
	
680	 0.707
S	 1,333x108	 721	 0.750	 60 11^	 0.0508	 0.0079
	
840	 0.873
	
962	 1.000
	
1,333	 1.386
	
1 9 249
	
0.100
	
15x108	29000	 0.160	 l0 50 1	0.0889	 0.0762
	
12,490
	
1.000
C	 25x108	 227
	
0.100	 40 18^	 0.0889	 0.0591
	
2 9000 
	 0.87 9
	
50	 0.100
	
150x108 	198	 0.400	 90 15	 0.0889	 0.0244
	
2 1,000	 4.042
4 x 103 volts/cm, the value of the distance y turned out to be small, only
0.157 cm compared with the anode-to-cathode distance of 0.873 cm. In order to
place the nrigin of 4,000 volt ions at the anode in this model, it was necessary
to assume an average electric field equal to 2.22 x 104 volts/cm. The angle a
calculated for point A was 88 degrees 49 minutes, equivalent to an entrance
angle p of 1 degree 12 minutes. Most of the ion deflection (value of the
parameter S) of 0.005 inch or 0.0127 cm was due to the entrance angle rather
than to the bending within the cathode by the magnetic field. This is ascer-
tained by comp-iting the distance h, as shown in Figure 30, and comparing the
values of h and S.
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The value of the potential selected for point B was one-third the anode-to-
cathode voltage of 4,000 volts. Here, calculations were made for several
different electric fields. As can be seen from Table 1, increasing values of
the electric field B yielded increasing values of the distance yo . Average
electric fields of about 600 to 800 volts/cm give reasonable values for the
points of ion origin. Notice that the entrance angle for these most abundant
ions has increased to about 6 degrees. The magnetic deflection of these ions
within the cathode is only about one-sixth of the total deflection as given
by the probe position S.
Three values of potential V were used to describe the low energy data
point C. Several values of electric field were assumed for each of the three
potentials. Very low 15-volt energy ions were associated with relatively
large electric fields of the order of 1,000 to 2,000 volts/cm and a small
entrance angle of p equal to about 2 degrees. Twenty-five volt positive ions
were associated with much smaller electric fields of the order of 200 to 400
volts/cm and an entrance angle p of about 4 degrees. One hundred and fifty
volt positive ions were associated with very small electric fields of the
order of 50 to 100 volts/cm and an entrance angle p of abot z 9 degrees.
The results obtained with the cycloidal model for helium gas, although
not definitive, are not unreasonable, and they show the expected increase in
the electric field as one moves from the gauge cathode to the gauge anode.
The possible inversion of the beam entrance angle p as the ion energy increases
from the lowest to the highest values is also evident. The entrance angles,
moreover, are calculated from the probe position data and depend on ion poten-
tial only. These angles will be the same regardless of the theoretical model
used to determine the origin of the ions. The cycloidal model has served to
confirm the identification of the high and low energy portions of the X-1
gauge probe current distribution, although a little study and manipulation of
equations (1) and (4) will show that there is a minimum potential for ions
below which ions can no longer reach the probe. This minimum potential is:
V	 W 
(S2 + Z2
 ) 2 n B2
min	 8 S2
(6)
Since Z2 is much greater than S2 , the minimum potential decreases a
distance S increases. By substituting the appropriate numbers into
(6) for values of S at each end of the probe current distribution,
evident that only one end of the distribution can correspond to low
s the probe
equation
it becomee
energy ions.
The greatest shortcoming of the cycloidal trajectory model is the arbitrary
manner in which the electric field must be selected. in add4tion, however, it
can be seen from Figure 30 that this model requires that r. "f ;4n start its
trajectory parallel to the aperture normal (that is, in a .iirection). in
truth, the ion trajectory must really start radially, in ,one direction of the
electric field. Such a change in the initial direction of the ion can cause
a significant change in the ion trajectory.
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In the next section, an exact expression for the point of ion origin will
be developed. The new theory will be applies to some recent experimental data
taken with the X-1 gauge for nitrogen gas. A method of reducing the X-1 gauge
data and correcting it for several systematic errors will be presented. The
corrected probe position data will then be correlated with positive ion energy
data to obtain a correspondence between the probe position of detected ions
and their energy (potential). The new positive ion trajectory theory involves
no arbitrary assumptions about electric fields. Values of the ion entrance
angle p and the ion potential V lead directly to values of the ion origin
radius ro.
Experimental Results and Trajectory Analysis for Nitrogen Gas
The Model X-1 Gauge Data and Its Correction for Aperture Width and Probe
Width. The third experiment that was performed with the Model X-1 gauge was a
refinement of the experiments described earlier. The experiment was performed
with the X-1 gauge attached to the test chamber of the all-glass test system.
The test system had been pumping for a.,out 1 week and had been baked with
heating tapes. The background pressure in the system was 3 x 10- 8 torn as
measured with a Veeco RG-75 Bayard-Alpert gauge.
The X-1 gauge was connected in the usual way with just one innovation that
will be described shortly. A J.Fluke model 408B high voltage power supply was
used to furnish +1.5 kV to the gauge anode. Since the anode of this gauge is
diveded into two radial half anodes, the two halves were connected together
externally. The fixed probe outside the anode was unconnected (floating
electrically). Grounding this probe had no effect on the cathode current or
the movable central probe current. The magnet used was an M-5 type having a
magnetic field of 1035 gauss at the center of its 1-1/4-inch air gap. Special
aluminum centering rings were used for the first time to position the magnet
relative to the gauge envelope. The centering rings permitted the magnet and
its magnetic field to be reversed in direction and still maintain the same posi-
tion relative to the gauge envelope. The electrical connections to the X-1
gauge are'shown schematically in Figure 31.
The experiment was started by first measuring the background beam profile.
The test chamber pressure was 4.7 x 10- 8 torr and the gauge cathode current
was 1.28 x 10-8
 amps at 1.5 kV during the measurements. The background probe
current was measured in steps of 0.005-inch from -0.040-inch to + 0.040-inch
as read by the motion feedthrou gh micrometer dial. This current was found to
vary from a value of 1.2 x 10- 11
 ampere at a position of - 0.035-inch to a value
of 4.5 x 10-12 amperes at a position of + 0.040-inch. This background current
will be shown to be small compared with the nitrogen gas probe current.
Nitrogen gas was permitted to enter the test chamber and an equilibrium
pressure of 3.70 x 10- 6
 torr was established. Probe current readings were
then taken at 0.0025-inch intervals from - 0.040-inch to + 0.040-inch. Follow-
ing this procedure, the X-1 gauge was turned off and the permanent magnet was
reversed in direction. When the gauge was turned on again, the test chamber
pressure was about 5 percent lower. A second set of readings of probe current
vs probe position was now taken. The two sets of readings are shown in Figure 32.
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CENTER AT +0.006"
16 PRESSURE:
3,50 X 104 Tory
REVERSED
MAGNETIC FIELD
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Figure 32. Nitrogen gas probe current vs probe position for 10-mil
diameter probe and '-mil diameter aperture.
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The reason for reversing the magnetic field and taking a second set of
readings was to provide a method of determining the effective center of the
hollow cathode. Since the h -1 gauge was symmetrical, a reversal of the mag-
netic field should displace the ion beam by an equal amount in the opposite
direction from the initial displacement. The. data presented in Figure 32 show
that the effective center of the gauge cathode was located at a probe position
of + 0.008-inch.
It should be recognized that the probe currents that are displayed in
Figure 32 represent a considerable integration of positive ions over a rather
wide (0.010-inch diameter probe) S interval and an equally wide cathode aper-
ture interval. In order to find the true point distribution of positive ion
current within the gauge cathode, one must compute the derivative of the probe
current as obtained and displayed in Figure 32. This has been done numerically,
using 0.001-inch (1 mil) as the basic probe distance S interval, in order to
obtain a corrected current distribution I t (S). The result of the numerical
differentiation is shown in Figure 33. Notice that the normal type distribution
of Figure 32 has become a bimodal distribution.
Recognizing that the distribution It(S) is also an integration of positive
ions from each unit distance (element of area) in the aperture, a second correc-
tion must be applied to find the distribution that would result if the aperture
were infinitely small. One can consider the distribution I t (S) to be equal to
a finite sum of distributions Ii(S) where each Ii is the distribution due to
one small element of area in the aperture. Again, one can use 0.001-inch (1
mil) as the basic i interval in the aperture and numerically add the distribu-
tions. Each distribution Ii is identical with the others except that it is
shifted in its origin. In this way, the method of finding I1(S) = I2 (S + 0.001)=
130 + 0.002) and so forth, is to use a numerical subtractive process. The
extreme value of I t (S) will derive only from the extreme value of I l (S). The
second point of It(S) is due to the second value of Il(S) plus the first value
Of 120 + 0.001) and so on. The above described numerical subtractive process
has been applied to the data points of the I t (S) distribution that appears in
Figure 33. The results of this correction are shown graphically in Figure 34.
The new distribution is much narrower than the original distribution of Figure
32, as one would expect. The distribution is really not as cietailed as it
should be, and the negative-going portions of the curve indicate that the correc-
tions have not been complete and exact. Nevertheless, in spite of all the
imperfections, the resulting corrected distribution curve gives a much more
accurate picture of how the positive ions move within the hollow cathode than
does the original uncorrected distribution.
From the frequency distribution of Figure 34, it is relatively easy to
construct a cumulative frequency distribution or "less than" ogive. The per
-centage cumulative frequency distribution corresponding to the current distri-
bution of Figure 34 is given in Figure 35.
At this point, it may be recalled that ion energy distribution curves for
nitrogen gas were obtained earlier in Section M In fact, one particular ion
energy distribution was measured for nitrogen gas at apressure of 3.90 x 10-6
Corr, a value very close to the pressure of 3.70 x 10 -6 torr that existed
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Figure 33. Probe current I t (s) that would be measured with a 1.0-mil
diameter probe.
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Figure 34. Probe current that would be measured with a 1.0-mil diameter
probe if the aperture were 1.0-mil in diameter.
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DATE:	 August 18, 1966
GAUGE:	 X- 14%
GAS:	 Nitrogen
MAGNET:	 M-S, 1035 Gauss
POWER SUPPLY: J. Fluke 408B
ELECTROMETER,: KeLthley 600
SYSTEM:	 Glass B-5, Hg Diffusion pump
VOLTAGE:	 1.5 kV
PRESSURE:	 3.70 x 10- 6 Torr
DISCHARGE I:	 3.50 x 10- 6 Amperes
21
1
0.013	 0.011	 0.009	 0.007	 0.008	 0.003	 0.001
PROBE POSITION (inches)
Figure 35. Percentage dumulative ion probe current as a function of
probe position for nitrogen gas.
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during the nitrogen gas probe current vs, probe position measurements. The
percentage cumulative ion probe current as a function of ion energy for this
particular ion energy distribution has been plotted in Figure 36.
Comparing the percentage ogive curves of Figures 35 and 36, the method of
assigning potentials to various probe positions becomes immediat°-z ly evident.
By matching corresponding percentile values, one can associate a value of
potential V with each value of probe position 3 in a one-to-one fashion. The
arbitrary method of assigning potential values to probe positions that was
used to reduce the helium gas data has now been eliminated.
Derivation of Equations That Yield Exact Poeitive Ion Origins. In orderr^r^^.
to determine the exact origin of a positive ion that moves within a radial
electric field in the presence of a transverse magnetic field, it is first
necessary to write the basic equations of motion of an ion in such fields.
These equations may be derived from first principles or they may be found in
any textbook which treats the subject of electron behavior in crossed magnetic
and radial electric fields(9]. The differential equations of motion of an
eiectron in such fields is given by:
'r  - r62 - m r9 BZ
 + m dr
1 d (r26) r4 + 2 f d er B
r 'it	 m	 Z
The dots over the letters indicate differentiation with respect to time, as
usual.. The quantities r and 9 are the standard polar coordinates, a is the
electronic charge, m is the electronic mass, BZ is the axial magnetic field
(in the Z direction) and V is the potential. In our application, the signs
of the terms containing the electronic charge a must change since we are con-
cerned with positive ions.
Equation (8) may be integrated once with respect to time under the condi-
tion that ® = 0 at the point of ion origin r = ro to veld (for positive ion*,)
the expression:
	
eBZ	 ro - r2
	
r6 = 2m
	
---- --^—	 (9)
The quantity r9 may be recognized as the tangential velocity of an ion. Using
the above expression for rd and substituting into equation (7) with the signs
of the two terms containing a changed, one obtains an equation in terms of r
and its time derivations alone. This equation can be intergrated once under
the condition that i = o at r = ro, the point of ion origin, to yield:
(7)
(8)
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DATE: November 11, 1965
GAUGE: Y-1
GAS: Nitrogen
MAGNET: M-5, Approx. 1059 Gauss
'POWER SUPPLY: J, Fir°Re 406A 6 4081
ELECTROMETER: Kriw'dley 600
SYSTEM: 11eue 505, N8 Diffusion pump
VOLTAGE: 1.5 kV, An$de-Cathode
PRESSURE: 3.90 x 10'	 Torr
DISCHARGE I: 3.60 x 104 Amperes100
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Figure 36. Percentage cumulative ion probe current as a function
of ion energy for nitrogen gas.
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1siiu.o positive ions will move radially inward in our application, i is actually
negaC ive. However, in the derivations that follow, we shall only be interested
in the absolute values of both the radial velocity i and the tangential velocity
Now, when a positive ion reaches the aperture of the gauge cathode, it
has a definite radial velocity and a definite tangential velocity. The angle
at wh ich the ion enters the aperture is given by tho. expression:
(tan r 
_	 r I r R Z
	 (11)
where Z is the value of the radius r at the cathode aperture. At the cathode
aperture, we shall assume that the potential V is zero. Under these conditions,
one may write:
r	 Z . 2mZ (ro - Z2 )	 (12)
and	 1 /2
2e V(ro )	 e2 B2	 2	 2 2
r' r = Z 
=	 m'_"` 4m ^ (r o	 Z )	 (13 )
The next step in the solution is to solve equations (11), (12) and (13)
for ro in terms of the quantities k1, e. B, m, V and Z. The result is:
1/2
ro	
8e^ V(ro) sin + Z2	 (14)
Equation (14) is the exact solution for the radius of the ion origin ro.
Application of the Exact Equations. Having worked out the mathematical
relationship between the origin of an ion, its entrance angle, the potential
at the point of origin, the charge-to-mass ratio^r^f the ion, the magnetic field
strength and the radius at the cathode aperture, the final phase of the program
was to apply this theory to the X-1 and Y-1 gauge nitrogen gas data.
From the graphs of Figures 35 and 36, values of the potential V for values
of probe positions S corresponding to fairly evenly spaced percentile intervals
on the two ogive curves were recorded. Equations (1), (4) and (5) were then
used to determine the values of sin P. Finally, equation (14) was used to find
the corresponding values of the ion origin ro. The data and results of the
calculations are given in Table 2 and Figure 37.
As can be seen, the potential as a functiJn of radial distance appears to
be reasonable for points near the gauge cathode. The electric field at the
cathode is of she order of 150 volts/cm and this field increases continually
For radial positions further from the cathode. At a radial position 0.37 cm
from the cathode, the electric field increases considerably to a practically
constant value of 4.2 x 103 volts/cm. The potential drop in this region of
constant electric field is about 400 volts.
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TABLE 2
INITIAL DATA AND RESULTS OF ION ORIGIN CALCULATIONS
FOR NITROGEN GAS
Percentage Ion Probe Probe Magnetic Entrance Radius of
Cumulative Potential Position Position Deflection Angle Ion Origin
Ion Probe r S S h 15, ro
Current (volts) (Inches) (cm) (cm) (Deg + Min) (cm)
2 75 0.0122 0.0310 0.0124 2°41 0.634
5 178 0.0115 0.0292 0.00810 303^ 0.766
10 240 0.0103 0.0262 0.00690 2°47 0.782
20 315 0.00932 0.0237 0.00602 2 °33 0.796
30 385 0.00882 0.0224 0.00545 2027^ 0.815
40 440 0.00843 0.0214 0.00515 2 °21 0.823
50 490 0.00810 0.0206 0.00489 2 °1. 6 0.828
60 540 0.00774 0.0197 0.00454 2°11 0.832
70 595 0.00730 0.0185 0.00436 2°3 0.827
80 650 0.00670 0.0170 0.00422 1°51 0.809
90 715 0.00572 0.0145 0.00399 1°31 0.765
94 750 0.00435 0.0110 0.00390 102 0.675
Parameter Values
1035 Gauss
h = ^ = 3.445 x 102 emu/gm nitrogen
Z = 0.39624 cm
V  = 1.5 kV (Anode Voltage)
p = 3.70 x 10-6 Torr
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DATE:	 August 18, 1966
GAUGE:	 X-lA
GAS:	 Nitrogen
MAGNET:
	
'M-5, 1035 Gauss
POWER SUPPLY:	 J. Fluke 408B
ELECTROMETER':	 Keithley 600
SYSTEM	 Class B-5, Hg Diffusion pump
VOLTAGE:	 1.5 kV
PRESSURE:	 3.70 x 10-6 Torr
DISCHARGE I:	 3.50 x 10-6 Amperes
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Figure 37. Potential as a function of radial distance in the X-1
gauge for nitrogen gas.
60
J
It is most significant to notice that the potential appears to vary
quadratically with radial distance from the cathode in the region from 0 to
about 175 volts. This region constitutes 0.37 cm/0.873 cm = 42.5 percent of
the total distance between cathode and anode. In the region from 175 to 575
volts, the potential varies linearly with the radial distance.
The potential vso radial distance curve appears to reverse itself for
values of potential greater than 575 volts. The reason for this reversal is
not known at the present time. The potential inversion may not be a real
effect and is possibly the result of inaccurate data obtained with the X-1
gauge. We are somewhat handicapped in interpreting the curve of Figure 37 due
to the absence of ion energy data for voltages above 750 volts. It would seem
at first appearance that if there were very few ions with energies above 750
volts, then there could be very little space charge in the region near the
anode so that the potential curve is this region must have its space-charge-
free value. Yet electrons must eventually be captured by the anode, and so
there must be space charge near the anode. A reasonable explanation of the
conditions within the gauge for higher values of potential is as follows: For
values of potential between approximately 575 volts and 750 volts, the electric
field gradually decreases from a value of 4.2 x 10 3 volts/cm to a value less
than ; x 103 volts/cm. For values of potential above 750 volts. the electric
field remains less than 1 x 10 3 volts/cm until the region of the a ►.ode is
approached. Near the anode, the electric field starts to increase very rapidly
such that the field at the anode is very high and there is a large potential
drop of the order of 700 volts at the anode. Positive ions can be created
close to the anode, but very few ions will be formed due to the relatively
short lifetime of most electrons in this region and their high energy. There
would appear to be a considerable space charge near the anode which is not
effective in creating positive ions, if this explanation is correct. The
region of effective space charge appears to be centered about midway between
the cathode and the anode.
lw
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IV. DESIGN OF A MAGNETRON-TYPE COLD CATHODE GAUGE
LAW RESOLUTION MASS SPECTROMETER
Experiments that were performed with the model X-1 gauge, in which there
is a moveable probe located inside the hollow gauge cathode, showed that a
beam of positive ions was formed by a pinhole in the center of the cathode
side wall. The construction and operation of the X-1 gauge have been described
in the preceding chapter, where it was shown how the origin of a positive ion
could be found in terms of the probe position S at which the ion was detected.
In this chapter,, our attention will focus on the ion trajectories within the
hollow cathode and the manner in which these trajectories are affected by
various parameters, particularly the mass of the ion. The object of this
investigation will be to design a gauge similar to the X-1 gauge that can be
used to separate ions of various masses. It is believed that a study of the
behavior of the X-1 gauge together with a study of the fundamental equations
of the ion trajectories is the first step in the design of a magnetron type
cold cathode gauge mass spectrometer.
For the X-1 gauge with its 0.010-inch diameter cathode aperture and its
0.010 inch wide ion probe, the icon beams have ar apparent width of about 0.015
inch at their half-amplitude position. In the last chapter it was shown how
the width of this beam (the ion probe current vs probe position) would be
narrowed by using a 0.001-inch diameter aperture and a 0.001 inch wide ion
probe. From the calculations and Figure 34, it appears that for this case the
beam would have a width of about 0.003 inch at the half-amplitude position.
For two gases such as helium and oxygen, the spacing between beams may be of
the order of 0.008 inch [1]. Under these circumstances, the two ion beams
would be completely separated or resolved. In the pages that follow, it will
be shown that higher resolutions than this can be achieved, so that such an
instrument may be able to separate hydrogen and helium from all heavier gases
and many of the heavier gases may be separated from one another.
Equation (14) of the previous chapter relates the radius position of the
ion origin ro with the entrance angle p of the ion at the cathode aperture.
This equation may be easily inverted to express the angle p in terms of the
ion origin radius, the ion mass and the other parameters of the gauge. The
result is:
i3 (ro - Z2)
sin
	
	
(15)
Z V
It can be seen that the sine of the entrance angle (approximately equal to
in radians for the small angles that are involved here) is inversely proportional
to the square root of the ion mass.
Using equations (4) and (5) of the previous chapter and neglecting the
terms -1 and S2 in the radical of equation (4), one obtains the approximate
expression:
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2R sin E + Z
2R
If now, the value of sin 13 from equation (15) and the value of R from
equation (1) are substituted into equation (16), one obtains the basic expres-
sion for the probe distance S as a function of the various parameters:
r2 B
S 	 o
	
(17)
2Z
Equation (17) shows that the deflection S of a positive ion along the
center line of the hollow cathode of a magnetron gauge. mass spectrometer is
inversely proportional to the square root of the ion mass.
Aside from any geometrical spreading of an ion beam due to aperture and
probe widths, there is an inherent spread in each beam of ions of the same
mass due to a spread in values of the ion origin radius ro and the ion potential
V(ro). The exact manner in which these parameters affect the displacement or
deflection spread is given by equation (17). Notice that variations in ro and
V tend to cannel since it is the ratio of the two quantities that is involved
and they tend to increase and decrease together.
From equation (17), one can easily derive the expression for the fractional
change in the beam deflection S as a result of changes in the ion potential and
radial position:
(16)
2 dr0dS 1 dV
_._.__
_
S
_
r 2 V
0
(18)
In a similar manner, one can derive the expression for the change in mass
Per unit mass, an'expres'sion which immediately yields the mass resolution as
follows:
r V
oM
r dV - 4V dr
0 0
(19)
Equations (18) and (19) show quite clearly the cancellation possibilities
for position spread (dro ) and energy spread (dV). If the potential V were
known as a function of r , oue could compute the beam spread and resolution
from equations (17), (185 and (19). it is of interest to note in passing that
there is one simple relationship between V and r o for which the inherent beam
spread will be zero. If V = Kr o where K is a constant, the beam deflection
spread vanishes and the instrument resolution becomes infinite. When V varies
with r to the nth power, with n less than 4, the position spread dro dominates
and the beam spreads in the direction of decreasing mass. With the exponent
n greater than 4, the energy spread dV dominates and the beam spreads in the
direction of increasing mass. It-has been shown in the previous chapter that
VC1 r2 for low energy ions and Va r for most of the remainder of the ions. One
would then expect ion position spread to dominate. Theoretically, if the gauge
potential varied with the fourth power of the radius over a limited region of
the discharge (most likely near the gauge anode) and if it were possible to
select out only those ions from this region, one would obtain very high resolu-
tions.
One practical way to reduce the spread of all ion beams is to use a
retarding electrode just inside the hollow cathode that will stop all ions
having less than a specified energy. In this way, not only is the energy
spread of the ions reduced, but the radial position spread will also be
reduced. Of course the sensitivity will be decreased too, but this is not a
major consideration. As an example, in the case of the nitrogen gas ion beams
formed in the X-1 gauge at an anode voltage of 1.5 kV, as described in the
preceding chapters, placing the retarding electrode at a potential of +500
volts would remove about half of the total number of ions, but it would also
cut the beam spread approximately in half.
The retarding electrode that is used to reduce the beam spread can also
be used to electrically deflect the ion beam within the hollow cathode. For
example, two electrically isolated plates can be used to make up the retarding
electrode. The potentials of the two plates can be varied to yield a trans-
verse electric field that deflects the beam. Another method would be to place
a single axial conductor at the enter of the hollow cathode and then vary the
positive potential of this conductor. The effect in this case however, would
be to simultaneously change the beam spread and the beam deflection.
Greater separation of ion beams will be achieved if the beam detector is
located not at the center line of the hollow cathode, but at a point that is
further from the aperture. Such a location would be on the inner wall of the
cathode opposite the aperture. The separation between ion beams would then be
more than twice the separation available on the cathode center line.
As can be seen from equation (17), increasing the magnetic field would
increase the ion beam deflection, assuming that the potential distribution as
a function of the radius is not drastically changed.
All the elements of a workable device are now at hand. A sketch of a
prototype low resolution mass spectrometer is presented in Figure 38. Notice
that the circular aperture of the X-1 experimental gauge has been replaced
with a narrow axial slit. Since the areas of a 0.010-inch diameter aperture
and a 0.001 inch by 0.080 inch rectangular slit are about equal, there should
be no change in sensitivity. The combination ion beam retarding and deflecting
electrodes are mounted inside the cathode on either side of the entrance slit.
Both electrodes are at a positivz potential. They are biased so that their
average potential remains constant but the , potential between them varies to
change the beam deflection (Vo + V and Vo-V). A dual, mechanically coupled
potentiometer could be used to provide a positively increasing voltage to one
of these electrodes simultaneous with a positively decreasing voltage to the
other electrode. Such an arrangement would be used to manually sweep for
various mass peaks. Positive going and negative going electronically generated
sweep voltages could be provided to make the operation automatic. Any strip
chart recorder could then be used to display and record the output of the ion
detector electrometer.
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ELECTROMETER
RECTANGULAR ENTRANCE
SLIT, .001" x .080'
OICA151 -3200
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Figure 38. Simplified schematic diagram of a magnetron-type cold
cathode gauge low-resolution mass spectkometer.
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V. COLD CATHODE GAUGE PUKING AND RE-EMISSION STUDIES
Equipment
The test system that was used to study gauge pumping and re-emission could
be pumped with either getter-ion pumps or a liquid helium cryopump. The cryo-
pump-ion pump system, as shown in the block diagram of Figure 39 and the photo-
graph of Figure 40, was an all-metal test system that was quite different from
the all-glass test system described earlier. The ultra high vacuum part of this
system consisted of four basic components: (1) a liquid helium cryopump; (2) a
Vacion type getter-ion pump; (3) a test chamber; and (4) a 1-1/2 inch bakeable
UHV valve. The UHV components were mounted on an insulated oven base and posi-
tioned so that they could be baked out by a roll-on type oven.
Connected to the test chamber, but not shown in the drawing of Figure 39,
were the following additional pieces of equipment: (1) a Varian nude Bayard-
Alpert ionization gauge; (2) a UHV 1-1/2 inch "Tee" type valve; (3) a G.E. model
22PT1,10 partial pressure analyzer (PPA); and (4) a GCA model R-5 flight type
cold cathode ionization gauge whose pumping and re-emission characteristics
were being studied. The G.E. PPA and the GCA model R-5 gauge were connected to
the two arms of the UHV "Tee" valve so that they could both be valved off from
the test chamber, but they could not be valved off from each other.
The fore-vacuum components used with this vacuum system consisted of a
Varian VacSorb zeolite sorption pump, a Varian &/sec Vacion sputter-ion pump,
a fore-vacuum valve, a glass Bayard-Alpert ionization gauge, an adil=-table UHV
type leak valve and a 1 liter bottle of pure nitrogen gasp
In addition to the above components, some auxiliary equipment was available
for use during the system bakeout period. This extra equipment included a rotary
mechanical vacuum pump, a zeolite-charged fore-vacuum trap, two'glass vacuum
cold traps in series, and a rubber connection to the VacSorb pump. The rubber
connection to the VacSorb pump was disconnected and the auxiliary equipment was
not used during the pumping and re-emission experiments.
The entire system was constructed to fit both above and below a standard
laboratory table 30 inches by 84 inches by 34 inches high. The additional table
length served to support the roll-on oven when it was not in use, as shown in
Figure 40. A standard electronics rack housed the control units for the ion
pumps and ionization gauges.
The liquid helium
ber via a 6 inches 0.
emission experiments.
four side tabulations
mounting the ion pump
and test chamber. The
the forevacuum part o
 cryopump, which mounted directly on top of the test cham-
D. ConFlat flange, was not used during the pumping and re-
The UHV U/sec Vacion pump was connected to one of the
of the test chamber. There was adequate clearance for
magnet. The weight of the magnet was carried by the pump
UHV right angle valve thet isolated the test chamber from
f the system was a Varian 1-1/2 inch bellows sealed valve.
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Figure 39. Block diagram of cryopump -ion pump system.
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Figure 40. Photograph of cryopump -ion pump system.
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It was mounted on the test chamber side tabulation directly opposite the UHV
"Tee" type valve, which was also a Varian 1-1/2 inch bellows sealed valve. The
fourth side tabulation of the test chamber contained a Varian UHV-14 nude, hot
filament B.A. type ionization gauge.
The U11V right angle valve that isolated the test chamber from the fore-
vacuum part of the system was connect e d via 1-1/2 inch O.D. tubing to one port
of a stainless steel ConFlat-flanged Tee fitting located just below the table
top. The forevacuum ion pump and a second Varian right angle 1-1/2 inch bake-
able valve (the fore-vacuum valve) were connected to the remaining two ports
of the Tee fitting. A glass Veeco RG-75 hot filament ionization gauge and a
glass tubulation to the Granville Phillips type C UHV gas bottle leak valve
were attached to the Tee fitting via Kovar-Pyrex graded seals. The Varian
VacSorb forepump was flanged directly to the fore-vacuum valve.
The VacSorb pump, after activating it by baking, was 4sed to evacuate the
entire system from atmospheric pressure to the 10 -3 or 10 - torn level. At this
time, the forevat,uum ion pump was started and the VacSorb pump was valved off.
When the system pressure had decreased by several decades, the upper ultra high
vacuum part of the system above the table top could be baked. At the end of
the bakeout period, the isolation UHV valve above the oven base was closed and
the UHV 81/sec ion pump was turned on to pump down the test chamber and keep it
under vacuum.
Pure nitrogen gas was admitted to the test chamber in the following way:
The Granville Phillips type C adjustable leak valve was opened to allow gas
from the gas bottle to flow into the Tee fitting. The pressure that was estab-
lished in the Tee fitting chamber was determined by the leak valve setting and
the effective pumping speed of the forevacuum ion pump. This pressure was
measured with the Veeco ionization gauge. Pure gas from the Tee fitting chamber
was admitted to the test chamber by opening the UHV isolation valve.
Detailed descriptions of some of the unusual components of this all-metal
test system have been presented in a recent NASA Contractor Report [10].
Experimental Procedures
At the time that the pumping and re-emission tests were started, the best
procedure for making these measurements was not known. In order to determine
the best methods to use, and at the same time, see if changes in procedures
would lead to different results, it was decided to carry out pumping and re-
emission measurements under different conditions. Three separate pumping and
re-emission measurements were made for nitrogen gas for the same GCA model R-5
cold cathode ionization gauge. The three measurements were made at approximately
one month intervals of time. The conditions under which the measurements were
made and the procedures that were used are listed below.
The first pcperiment was performed on October 12, 1965. The cryopump-ion
pump system had been pumped down from atmospheric pressure about two days earlier.
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Once the system pressure had gone below 1 x 10 -3 Corr, only the fore-vacuum
ion pump was used to pump out the entire system. The system had not been baked.
At the time the experiment was started, the test chamber background pressure,
as read by the Varian nude B.A. gauge, was 6.1 x 10 -7 torr. All of the system
gauges including the model R-5 cold cathode: gauge and the G.E. partial pressure
analyzer (PPA) had been operating for at least 284 hours. The PPA background
nitroger peak was 1.1 x 10- 9 Ampere as measured with a 10-second sweep and an
emission current of 1.0 mA at 70 volts. There were many other peaks in the
mass spectrum. In all three experiments, a nitrogen gas pressure was established
in the test chamber by opening and adjusting the nitrogen gas bottle leak valve
and allowing this gas to be pumped by the forevacuum ion pump. In the first
experiment, the R-5 cold cathode gauge was turned off but the Varian nude gauge
and the G.E. PPA were allowed to stay on while nitrogen in the test chamber
equilibrium pressure. The test chamber background pressure had decreased to
3.20 x 10 -7 torr and the PPA background nitrogen gas peak was 0.22 x 10 -9 Ampere.
The nitrogen peak was the largest in the mass spectrum. The model R-5 gauge
and the PPA were turned off before nitrogen gas was admitted to the test cham-
ber is thf. usual way. An equilibrium pressure of 7.20 x 10 -6 torr was established
in the test chamber. The nitrogen gas pump-down phase was started by closing ,
the UHV Tee valve and turning on Lhe R-5 gauge at about the same time. After 5
minutes of pumping, a small mode change in the gauge current occurred. After 9
minutes of gauge pumping, the PPA was turned on. The pressure in the closed
R-5 gauge and PPA volume (0.500 liter) increased by about a factor of 3 as indi-
cated by the R-5 gauge readings. After 10-1/2 minutes of R-5 gauge pumping,
the R-5 gauge was turned off the the re-emission phase started. The PPA was
kept operating with a 10-second sweep and an emissi ,:)n of 1.0 mA at 70 volts as
before. It was discovered that the G E. PPA 10 -8 and 10' 9 electrometer scales
did not give the same readings. The re-emission of nitrogen was recorded for
40 minutes. After this, a calibration of both the PPA for nitrogen and the
model R-5 gauge for nitrogen was performed by turning on the R-5 gauge and open-
ing the UHV Tee valve. The test chamber pressure had decreased somewhat to a
value of 6.7 x 10- 6 torr at that time with pure nitrogen flowing into the system
from the gas bottle and being pumped by the forevacuum ion pump. The readings
of the R-5 gauge and the PPA were compared with the Varian nude gauge reading.
The third and last experiment was performed on December 15, 1965 after the
system had been vented and then placed in operation again. The system was put
through a four-day bakeout cycle a few days before the experiment was performed,.
., The ultra high vacuum portions of the system above the table top gas was admit-
ted to the test chamber, the R-5 gauge and the PPA (The UHV "Tee Valve" was
open). A pressure of 1.45 x 10' 5 torr, as read by the nude gauge, was established
in the test chamber. Tba nitrogen gas pump-down phase was started by turning
oft the PPA, closing the UHV Tee valve, and, 5 minutes latter, turning on the
R-5 cold cathode gauge. Readings of the -5 gauge were taken every minute.
After 10 minutes of gauge pumping, the PPA was turned on. Three minutes later,
after 13 minutes of gauge pumping, the R-5 gauge was turned off and the re-emission
phase started. The PPA was kept operating with a short 10-second sweep covering
the region of the nitrogen n/e 28 peak. The nitrogen peak was recorded for both
increasing and decreasing accelerating voltage of the PPA. Re-emission in this
experiment was monitored for 17 minutes. After about 2 hours of re- emission,
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the UHV Tee valve was opened. The R-5 gauge was not turned on the only the
PPA readings for the nitrogen peak were compared with the reading of the Varian
nude gauge to yield a calibration for the PPA nitrogen peak. It was assumed
that the Varian nude gauge gave an accurate reading of the pressure in the test
chamber.
The second experiment was performed on November 12, 1965. The cryopump-ion
pump system had been operating continuously since the first experiment with the
forevacuum ion pump doing the pumping. It still had not been baked. One of the
objectives of the second experiment was to see if continued, long ion pumping
without bakeout would affect pumping and re-emission measurements. All of the
system gauges and the PPA were operated before the experiment was performed.
The PPA would outgas when it was initially turned on. It increased the
test chamber pressure by about 20 percent initially and caused an increase of
10 percent were baked for about 3 days at temperatures as high as 360 0C. The
Varian nude test chamber gauge and ,, ,he G.E. PPA filament were outgassed for
about 30 minutes. The UHV isolation valve that joins the test chamber with the
forevacuum was closed and the test chamber 8 liter/sec ion pump was turned on.
The model R-5 gauge, the PPA and the Varian nude gauge were all operated for
several hours prior to the experiment. The background pressure in the test
chamber was 2.5 x 10 -8 torn. The PPA nitrogen peal: background reading was
0.13 x 10-9 ampere. Before admitting nitrogen gas to the test chamber in the
usual way, the R75 gauge, the PPA and the test chamber ion pinup were turned off.
The forevacuum ion pump was on continuously and the flow of nitrogen gas was
adjusted with the UHV leak until the pressure in the test chamber was 4.9 x 10-6
torr. The nitrogen gas pump-down phase was now started uniquely by first turning
or the PPA. The Varian nude gauge pressure indication increased to 5.1 x 10-6
torn, a 4 percent increase. About 2-1/2 minutes after the PPA was turned on in
the presence of the high pressure nitrogen, the UHV 'fee valve was closed and
the R-5 gauge was started immediately afterward. After 5-1/2 minutes of pumping,
during which period the R-5 gauge reading was recorded every half minute, the
R-5 gauge was turned off and the re-emission phase started. The PPA nitrogen
mass peak was recorded with the 10-second sweep as usual with the emission at
1.0 mA and 70 volts. All of the re-emission data were taken on a single scale,
the 10 -9 Ampere scale of the PPA. The nitrogen gas peak was monitored for 76
minutes. The calibration of the R-5 gauge and the PPA was perforinee in a some-
what different manner than in the first two experiments. First, the nitrogen
gas bottle UHV leak valve was closed. Since the forevacuum ion pump remained
on, the system and test chamber pressure decreased. After about 30 minutes,
the test chamber pressure was 2.8 x 10 -8 torn. At this time, the UHV Tee valve
was opened and a nitrogen pressure was re-established in the test chamber by
adjusting the UHV leak valve until the test chamber pressure had increased to a
valve of 2.20 x 10-7 torr. At this time, the readings of the R-5 gauge and the
PPA were compared with'the reading of the Varian nude gauge, the pressure standard
for these experiments.
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Results
Pumping Speed Measurements. The results of pumping a closed volume (0.500
liter volume) of nitrogen gas with the model R-5 gauge in the three experiments
that were performed are presented in Figures 41, 42 and 43. It should be observed
that in all thret cases, the pump-down proceeded in three separate steps or phases.
The first pumping phase was one of maximum pumping speed, and a maximum amoun': F
gas was pumped during this phase in the three experiments. The second step was
one of intermediate pumping speed, while the third step was one of minimum pump-
ing speed, and a minimum amount of gas was pumped during this phase in all three
experiments. The three separate pumping phases are labelled as regions I, II
and III in the figures. The three-step pumping process is not understood at
this time, but several explanations are posible. For example, the first high
speed pumping stage may be due to sputter gettering or activated adsorption at
various gauge surfaes, but primarily the gauge anode. The second intermediate
pumping speed stage may be due to true ion pumping at central regions of the
gauge cathode. The third low pumping speed stage may be the result of ion pump-
ing at fringe regions of the cathode after the small central region of the
cathode has been saturated. Additional light will be shed on this subject by
performing pump-down experiments with other gases. It is of interest to note
that the pumping speed was constant during each phase of the pump down. This
is to be contrasted with the continuously changing pumping speed (as a function
of pressure) of getter-won type pumps.
In two of the three experiments, there was a mode change at the end of the
second pumping phase. There may be a connection between the type of pumping
responsible for the second phase of the pump-down and the basic physics of mode
changing.
The actual pumping speeds and the amounts of gas pumped in each phase of
the three phase pump-downs are listed in Table 3• A number of interesting
observations can be made on the basis of this table and the pump-down graphs.
From the graphs, for example, it can be seen that phase I pumping lasted longer
(3 minutes) for the first experiment than for the second (2 minutes) and third
(1/2 minute) experiments. The initial nitrogen gas pressure (1.45 x 10- 5 torr)
for the fir t experiment was greater than that for the second experiment
(7.20 x 10 - torn) and that for the third experiment (5.1 x 10-6 torr). Similarly,
the R-5 gauge was 1eLs well outgassed for the first experiment than for the fol-
lowing experiments„ Phase I pumping terminated at the highest pressure in the
first experiment and the lowest pressure in the third experiment. The foregoing
conditions are consistent with the successively higher pumping speeds measured
for the first to the third experiments. The cleaner the gauge, the higher the
pumping speed and the shorter the phase I pump-down period. The higher the initial
nitrogen pressure, the more the gas that was pumped during this phase and the
other two phases as well. One interesting observation about phase II pumping
is that the pumping time remained constant at 2 minutes. The low value of the
phase II pumping speed for the second experiment is not understood, ?aut it serves
to imply a different method of pumping for phase II than phase I. The phase III
pumping speed for the second experiment was also unusually low, indicating that
the phase II and phase III pumping are similar.
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Figure 41. Pumping action of an unbaked GCA . .1 R-5 cold cathode
gauge for nitrogen gas, starting at an initial pressure
of 1.45 x 10-5 torr.
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Figure 42. Pumping action of an unbaked but well-pumped GCA model
R-5 cold cathode gauge for nitrogen gas, starting at an
initial pressure of 7.20 x 10-6 torr.
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Figure 43. Pumping action of a well-baked GCA Model R-S cold
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TABLE 3
MEASURED PUMPING SPEEDS AND THE AMOUNTS OF NITROGEN
GAS PUMPED BY A GCA MODEL R-5 COLD CATHODE
IONIZATION CAUGE
Pumping
	
Pumping Speeds
	
Total Nitrogen Pumped
Phase	 (liters/sec)	 (torr liters)
First Second Third First Second Third
Experiment Experiment Experiment Experiment Experiment Experiment
I 2.60x10-3 3.35x10 -3 3.08x10
-L
5.37x10-6 3.44x10-6 2.53x10-6
II 1.09x10-3 3.07x10 -4 3.36x10
-3
0.43x10 -6 0.011x10-6 0.010x10-6
ITS 2.58x10-4 7.85x10 -5 4.85x10 -4 0.065x10 -6 0.007x10 -6 0.0006x10-6
Some additional comments pertaining to the gauge pumping experiments are
in order. In the second and third experiments, the pressures in the R-5 gauge
at the end of the phase I pumping periods were very close to the background
pressures of the test chamber. It appears that practically all of the nitrogen
gas introduced into the 0.500 liter closed volume was pumped by the gauge during
the phase I pumping. During phase II pumping, the closed volume pressure
decreased below the original background pressure, indicating that some background
gas was being pumped during this period. The lower pumping speed of phase II
could be attributed partially to a change in the gas composition. It could also,
be attributed to a partial saturation of pumping sites by the nitrogen pumped
during phase I. Finally, the lower pumping speed could also be affected by
the ion energy distribution change at lower pressures. The same factors men-
tioned above may also be involved in the transition from phase II to phase III
pumping.
Pumping speed calculations are based on the well-known equation:
S = - t .en(p/po ) 	 2.303 t log(p/p o )	 (20)
where S is the pumping speed in liters/sec (assumed to be constant), V is the
volume of the closed system in liters, t is the time in seconds, p o is the
initial pressure in tors and p is the final pressure in torr. The semi- logarithmic
plots of pressure as a function of time, as presented in Figures 41, 42 and 43,
are very convenient since periods of constant pumping speed appear as straight
lines witb the actual pumping speeds being proportional to the negative slopes
of these lines,
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7Re-emission Measu.:^ments. The re-emission results obtained for the model
R-5 gauge for each of tc.e three experiments performed are shown in Figures 44,
45, 46 and 47. The first three of these figiires are plotted on logarithmic
paper to show the very general power low relationship between the re-emitted
gas and the time. It is immediately obvious from these graphs that the re-
emission of nitrogen gas was different for each of the three experiments.
A brief study of Figure 44 shows that the nitrogen partial pressure in the
closed 0.500 liter volume increased linearly with time (since the slope of the
curve, when averaged, was unity on the log-log plot) on the average for the re-
emission of the first experiment. A linearly increasing pressure in a closed
volume can only be caused by a constant flow of gas (re-emission). Thus, in
this case, for a're-emission period of about 13 minutes, the average re-emission
was constant at a value of 1.54 x 10 -8 torr liters/sec. For the re-emission
period from 13 to 17 minutes, the graph shows a trend towards declining re-
emission. During the re-emission period, it can be seen that the re-emission
function had a number of clearly delineated values that approximately averaged
to a constant re-emission rate. For example, the re-emission rate increased
with time for the periods from 1 to 2 minutes and from 6 to 9 minutes. On the
other hand, the re - emission rates decreased with time for the periods from 2
to 6 minutes and from 9 to 17 minutes. During the latter period, the slope of
the graph on the logarithmic plot was 0.54, a value which appeared in the third
experiment and which will be discussed shortly.
In order to better understand the re - emission data presented in the graphs,
a brief mathematical description of re - emission will be presented. Workers in
this field have found that spontaneous thermal re - emission of pumped gas appears
to vary with time according to an inverse power relationship. That is,
R(t) = Ro tn , n < 0	 (21)
where R(t) is the rate at which previously pumped gas molecules are emitted in
units of torr liters/sec, R	 is the re-emission coefficient,	 t is the time in
seconds, and n is a negative number o-1 zero depending on the type of re-emission.
The rate of increase of pressure P(torr) in a closed volume V(liters) due
solely to the re-emission rate R(t) is:
dP
V	 -	 R(t) =	 R 	 to (22)dt
If the above differential equation is integrated subject to the initial
condition that the pressure in the volume V is po at time t = O, the result is
Ro n+1
p	 Po	V (n+l) (23)
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Figure 44. Pressure increase due to re-emission of nitrogen gas from
an unbaked GCA model R-5 cold cathode gauge after 13 minutes
of pumping, starting at a pressure of 1.45 x 10'5 torr.
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Figure 45. Pressure increase due to re-emission of nitrogen gas from
an unbahed but well-pumped GCA model R-5 cold cathode
gauge after 10-1/2 minutes of pumping, starting at a
pressure of 7.20 x 10 - torr.
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T.,,t:'ng the logarithm of both members of Equation (23), one obtains:
log(P-po ) - log(R0/V) - log(n+l) + (n+l)log t 	 (24)
Thus, for a logarithmic plot, the slope of the log(p-po) versus log t curve
represents the quantity (n+l) from which the value of the exponent n may be
determined. The value of the exponent n is a function of the type of re-emission.
Returning now to the description of the results of the re-emission experi-
ments, it should be pointed out that the 0,ata contained in the graphs of
Figures 44 through 47 show not only the re-emission rate R(t) but also the total
amount of gas that has been re-emitted during the period. For example, for the
17 minutes re-emission period that was recorded following the R-5 gauge pump-clown
of the first experiment, a total of 1.37 x 10 -5 torr liters of nitrogen gas was
re-emitted. If this quantity of gas is compared with the total nitrogen gas
pumped by the R-5 gauge during the 13-minute pump-duwa period, a quantity of
5.87 x 10
-
torn liters, it becomes evident that more nitrogen was re-emitted
than was pumped. The source of the additional nitrogen gas may have been the
G.E. partial pressure analyzer, since the PPA was on during the initial admis-
sion of nitrogen gas to the test chamber. The source of additional nitrogen
may also have been general outgassing from the cold cathode gauge and the walls
of the closed volume. Whatever the source, the characteristic of the average
re-emission for the short period of 17 minutes was that of a constant outgassing.
The re-emission results that were obtained for the second experiment arr',,
displayed in Figure 45. Here one can see that the re-emission of gas decreased
with time according to the -0.82 power of the time. Such a rate is quite close
to the 1/t dependence that is expected for ions that are distributed in a solid
as a reciprocal function of the depth [11]. However, the circumstances under
which the experiment wab performed raise a serious question about the validity
of the result. It will be remembered that during the second experiment, the
PPA was turned on near the end of the pump-down phase. Turning on the PPA
released enough gas into the closed volume to triple the pressure there. There
is a good possibility that when the R-5 gauge was turned cuff the its re-emission
started, the PPA could have been either strongly outgassing or even strongly
pumping. The total amount of nitrogen gas re-emitted was measured to be 8.0x10-6
torr, liters as compared with 3.46x10 -6 torr liters of nitrogen that was pumped
by the R-5 gauge. In chis case, it is strongly suspected that the additional
gas came principally from the PPA. As in the first experiment the re-emission
cannot be said to be characteristic of the cold cathode gauge. The re-emission
coefficient Ro was calculated to be 3.56 x 10 -7 torn liters/(sec) n+l for this
experiment.
The re-emission results for the
the third experiment are displayed in
the re-emission in this case followed
well-baked gauge that were obtained from
Figures 46 and 47. Figure 46 shows that
 a t-0.46 law, a value quite close to the
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t -1/2 law that is expected for ions that are uniformly distributed within a
solid and for which the rate determining factor is the diffusion of these ions
(or atoms) through the solid to the surface [12,13].
A closer look at the graph of Figure 46, however, reveals that the inverse
square root time dependence appears to be an average of primarily two kinds of
re-emission. The first kind of re-emission is re-emission at a constant rate.
The short dashed line segments that joint data points on the graph and have a
slope of unity belong to this category. The second kind of re-emission appears
to be t" 1 re-emission for which the data points on the graph form practically
horizontal line segments. The two kinds of re-emission appear to alternate in
titre, as though there is first a diffusion of ions whose distribution varies
inversely with depth (t" l dependence), followed by a desor?tion at a constant
re-emission rate. It appears to be most likely that what is really happening
is that there is a continuous, low level constant diffusion of ions with a t-1
dependence upon which there is superposed bursts of constant re-emission.
A second way of presenting the re-emission data that was obtained in the
third experiment is to plot the nitrogen partial pressure as a function of time
on linea =r graph paper. This has been done in Figure 47. The data, as plotted
in this fashion appears to consist of three regions of constant re-emission.
The first region, extending in time from 0 to 7 minutes, is one of genuine con-
stant re-emission. The second region, from 7 to 52 minutes, appears to be one
in which there is an average constant re-emission but there are many fluctua-
tions of re-emission about the average. In the third region, from 52 to 76
minutes, the average constant re-emission is not well defined because of very
large fluctuations in the pressure, The "conl8tant" re-emissions that. can be
calculated from Figure 47 are (a) 7.75 x 101 2 torr /sec in region I, (b) 2.61 x 10-11
torr i/sec in region II, and (c) 4.53 x 10 	 torr Al sec in region III. From
the data of Figure 46 (the value of n + 1 = 0.54) one can compute the re-emission
coefficient Ro for the entire re-emission period. The value of R o is calculated
to be 7.51 x 10- 10 torr liters/(sec) n+l , a value which approximates the initial
re-emission rate of region I since it is the actual re-emission for t o=,, that
is, for 1 second after re-emission has started.
The results obtained in the third experiment are believed to be an accurate
measurement of the GCA model R-5 cold cathode gauge re-emission. The partial
pressure analyzer was turned on and kept on during both the pump-down and the
re-emission phases. There was no evidence that the PPA was either strongly out-
gassing or strongly pumping during either the pump-down phase or the re-emission
phase. When the re-emission data was "corrected" for possible pumping by the
PPA during this period, the result was an ever-increasing re-emission rate with
time, an impossible situation. It is most likely that the PPA did some pumping
during the pump-down 'phase, but since its measu7ed pumping speed was 1.37x10-3
liters/sec for nitrogen compared with the R-5 gauge pumping speed of 3.08x10-2
liters/sec (for pumping phase I), it ..ould not have pumped more than 5 percent
of the total gas pumped. Thus, its re-emission must have been small also when
compared with the R-5 gauge re-emission. It is worth noting that of the 2.54x10-6
tors liters of nitrogen that was pumped during the third experiment, only
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1.10x10 -7 torr liters vas re-emitted in the 76 -minute recovery period that was
monitored. The re-emitted or recovered gas constituted 4.3 percent of the total
that was pumped.
In summing up the re-emission work, it can be said that a technique for
accurately measuring gauge re-emission was developed and applied to the measure-„
ment of the re - emission of nitrogen from a well-baked, all metal cold cathode
ionization gouge. Earlier experiments showed how erroneous re-emission results
could be obtained because of poor technique. The results obtained for the R-5
cold cathode ionization gauge indicated that re-e^ission in this case consisted
of a superposition of constant re-emission and t - re-emission which together
yielded a resultant " 0 ' 46 time dependency. Future experiments in this area
should include work with ga ges such as argon and helium to see to what extent
adsorption is responsible for the unique re-emission results obtained for nitro-
gen.
Calculations of the Model R-5 Gauge Equilibrium Pressure. As a simple
exercise in applying some of the information that has been gained in the measure-
ments of pump `ng'spebds `and re - emission rates, one can calculate the effective
re-emission at the end of the gauge pumping period in the third experiment.
The gauge pressure had decreased to a value of 8 x 10 -9 torr and probably would
have decreased further, but assume that this pressure was an equilibrium pres-
sure between gauge pumping and gauge re-emission. From Table III the pumping
speed of the R-5 gauge for this last pumping phase was 4.85 x lo-4 liters/sec.
At an equilibrium pressure P torr, the amount of gas removed by pumping at a
constant speed S liters/sec must just be equal to the generation of gas within
the system. If it is assumed that the gas entering the system is primarily that
due to re-emission from the gauge, then the following equation holds:
R = PS	 (25)
Using the values of P and S listed above, it is found that R = 3.88 x 10 -12 torr
liters / sec. This value compares favorably with the measured re-emission of region
III of Figure 47, a value of 4.53 x 10 " 12 torn liters/sec. It is evident that
the re-emission rate will depend on the amount of gas that has been pumped with
a gauge (or ion pump). A knowledge of gauge and pump pumping speeds and re-emis-
sion rates will yield information about the lowest equilibrium pressures that
can be achieved under various conditions.
I
VI. COLD CATHODE GAUGE RESPONSE TO CYCLING GAS PRESSURE
Methods of Obtaining Varying Pressures
Variation in Test Chamber Volcime. As shown in Figure 48, one obvious
method of changing the pressure in a test chamber is to change the physical
volume of the chamber. This may be most easily done by using either a
cylitider-piston or flexible bellows variable volume device. As the chamber
volume is increased from its nominal value of V 1 liters to its maximum value
of V1 + V2 liters, where V 2 is the added variable volume, the chamber pres-
sure will decrease according to Boyle's Law. If there is a continuous flow
of gas into the chamber through the conductance C and there is a continual
removal of gas at a constant pumping speed, S, then pressure variations
within the chamber will follow Boyle's Low (in the absence of absorption-
desorption phenomena) only if the gas flow time constant V /C and the pumping
time constant Vl /S are much greater than the bellows' oscillation period T.
In other words, the volume of the test chamber must be varied at a rate that
is faster than the rates at which gas can enter and leave the chamber.
Accordingly, this method is ideally suited to the creation of high frequency
pressure oscillation, provided that a suitable bellows or other volume changing
device is available. The percent modulation of the base pressure will be
determined by the ratio of the volumes V 1 and V2.
The pressure variation system sketci.ied in Figure 48 is very flexible
in that the base pressure can be varied by varying either the gas flow into
the chamber or the effective "pumping speed S. Further, the pressure in the
test chamber will be independent of the pumping speed of the gauges under
test as long as the pumping speed S is much larger than the combined pumping
speed of the gauges. The minimum value of S, say about 1 liter/sec, coupled
with the maximum practical value of V 1 , say about 1 liter, yields a maximum
pumping time constant of 1 second. Such a chamber would be suitable for
creating pressure oscillations of about 10 cps and higher.
One way to remove the frequency limitations of the pumping and gas flow
requirements would be to use a closed test chamber. Practically speaking,
this could only be done if the gauge pumping action is negligible. It is
unlikely that a closed system would work well below pressures of 10 -5 or 10-6
torr because of system outgassing and the generation of gas due to the motion
of the variable volume elements. This kind of arrangement, however, could be
used to create low frequency pressure variations as well as high frequency
variations.
Variation of Test Chamber Pumping Seed. Referring to the sketch of
Figure 49, it can be seen that the modulation of the effective pumping speed
of a chamber (by a butterfly-type valve, for example), should vary the pres-
sure within the chamber. Under steady-state conditions, an equilibrium Ares-
sure develops within the chamber such that the gas flowing into the chamber
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per unit time just equals the gas removed per unit time. If the pumping
speed were suddenly decreased, the pressure in the chamber would start to
increase, but the rate of increase would be regulated by the volume of the
chamber and the conductance C through which the gas flows in. Thus, very
rapid or high frequency oscillations of pressure in this kind of system are
possible only-if the conductance C is large. A large conductance implies
a large gas flow into the pump, and it would either be necessary to have a
large reservoir of gas at a low pressure to maintain the flow or else have
a differential gas introduction system having short flow time constants
throughout.
Vpriation of Gas Flow into a Test Chamber. The pressure in a test
chamber of fixed volume and having a constant pumping speed may be varied
by modulating the gas flow into the chamber. An arrangement for modulating
gas flow is shown in Figure 50. As the amount of gas admitted from an
external chamber (chamber no. 1 in the figure) into the test chamber is
varied, the pressure in the test chamber will also vary, provided the time
constants of the system are short enough. The values of the time constants
V/S, V/C and V1 /S 1 must be small compared to the period of rotation or
oscillation of the modulating value. In addition, the maximum value of
the valve conductance C should be small compared with the value of C 1 so
that the pressure in the external chamber will not change appreciably as the
conductance C varies. Under these conditions, there will be a heavy gas
flow into the pump of speed S and only a small gas flow into the test chamber.
It would seem that this methol is useful primarily for low modulating freq-
encies.
Interruption of a Gas Beam. Another method of varying the pressure
within a given region is illustrated in Figure 51. In this method, the
pressure is varied within a region that encloses the gauge to be tested.
A rotating or oscillating valve is used to interrupt a beam of gas than can
flow directly into the test gauge enclosure. The test chamber is connected
to a pump having a high pumping speed S such that there is a large pressure
gradient between the front and rear surfaces of the test gauge enclosure.
When the modulating valve is closed, gas at a low pressure P  can enter the
enclosure through the rear venting apertures. When the valve is open, gas
at a higher pressure P 1 can enter the enclosure from the front. The time
constant of the enclosure volume V and the venting apertures of conductance
CV must be small. As can be seen, the technique here is to create a pressure
gradient so that gas at different pressures, and even directly beamed molecules
can alternately enter a region in which the test gauge is located. This
method is closely related to the two chamber-cycling valve method to be des-
cribed shortly. It is also related to the rotating orifice method described
in the next section.
Variable Interception of Gas Beam by Rotating Gauge Orifice. If a beach
of gas molecules is created by collimation in a cryogenic chamber, the
orifice of a test gauge may be rotated or oscillated so that the subt
area of the beam 'varies. In this way, the number of gas molecules en
88
01CA151- 4200
TEST GAUGEMODULATING VALVE
OF CONDUCTANCE C
GAS FLOW INPUTCONDUCTANCE
C I liters/sec
GAS FLOW	 EXTERNAL	 TESTCHAMBER	 CHAMBERINPUT 0 --►-	 VOLUME V I	 VOLUME V
torr liters/sec
TO PUMP	 TO PUMP
OF SPEED	 OF SPEED
S, liters/sec	 S liters/sec
Figure 50. Variable gas flow method of changing the pressure
in a test chamber.
89 J
d
Vf
IrWU.
O D
a U)
^ o
0.a W
W	 O a
i—
W N
u
0
a
v
0
W
JOa
I
WH
^ JO
U. O
a a F-
c^ z o►
U)
W W
^ V
V Q V
W C^
^
Z N
> O
U)
^°
aW V-
u
ao
.,4
w0
v0
E3 H
0
O
W
.-a
b}► tl!
2
N
M
00
:
Q 0
^ H tp
W
OO J r;Ln
T
fio
w
90
P1 12= +P2 CE1 (26)
the gauge per unit time will vary and consequently, the pressure within the
gauge will vary. If the gauge orifice is surrounded by pumping walls at a
low temperature, the number of molecules that can enter the gauge when the
orifice faces away from the direct beam will be small. The modulation freq-
ency of the pressure in the gauge can be varied over a wide range with an
arrangement of this sort. The high frequencies will eventually be limited
by the conductance of the gauge orifice and the tabulation to the gauge.
The pressure levels attained in the gauge can be changed by adjusting the
strength of the gas beam. A system of this type would begin to approximate
the manner in which molecules enter a gauge that is mounted on a spinning
satellite. The detailed design and construction of such a system will
undoubtedly involve a number of technical difficulties.
Two Chamber-Cycling Valve Method. A very flexible and general method
of changing the pressure within a test gauge is to alternately connect the
gauge to two chambers that are maintained at different pressures. The two
chamber method is illustrated schematically in Figure 53. The basic idea
of this method is to use either a rotating or oscillating valve mechanism
(or even two separate valves) to connect the test gauge alternately to two
chambers at different pressures. Rotating and/or oscillating valves are con-
structed so that there is no metal-to-metal contact between the components
(rotor and housing) that define the degree of valve opening. The valve
operates by providing a relatively large conductance (say 20 or 30 liters/sec)
in the "open" position and a relatively small conductance (of the order of
10 -3 liters/sec) in the closed position. The "closed" or leakage conductance
of the valve is kept small enough so that a relatively large pressure dif-
ference can be maintained between the high and the low pressure chambers.
The amount of gas that the valve transfers from the high pressure to the low
pressure chamber per unit time is simply the product of the valve and test
gauge volume V and the valve cycling frequency f. For example, if the volume
V is 0.1 liter and the valve rotates at a frequency of 1 cycle per second,
it will transfer 0.1 liter x 1/sec or 0.1 liter/sec of high pressure gas to
the low pressure chamber. Another way of stating this is to say that the
"effective operating conductance" C E of the valve when operating at 1 cps is
0.1 liter/sec.
The maximum ratio of high pressure to low pressure that can be maintained
in the two chambers depends on the "effective operating conductance" of the
valve as defined above. Consider, for example, the flow of gas from the high
pressure chamber to the cycling valve, to the low pressure chamber and then
to the pump of the low pressure chamber. Equating the gas flow through the
valve to the gas pumped out of the low pressure chamber (assuming that the
external gas flow input Q to the low pressure chamber is zero), one obtains
the ratio of the high pressure P 1 to the low pressure P 2 may be 1000 or
greater if the pumping speed S 2 of the low pressure chamber is large compared
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to the effective cerating conductance C of the valve. When the valve is
in the closed position, the effective conductance C E becomes the valve leak-
age conductance, which is much less than the effective operating conductance.
Tho operating time constant of the two chamber-cycling valve system
may be derived in the following manner: Consider the situation that exists
when the cycling valve and test gauge have been filled with a sample of high
pressure gas at a pressure Pl and the valve beginn, to discharge this high
pressure gas into the low pressure chamber which is at a pressure P 2 . The
lo,., pressure chamber then has gas flowing into it from two sources: a flow
Q from the valve and -est gauge and a gas flow input Q 2 from an external
source. The pressure P2 in the low pressure chamber will then be
	
P 2 = (Q + Q2)/S2	(27)
The gas floss Q may be expressed in terms of the valve tubulation conductance
C (see Figure 53) and the pressure difference P - P 2 across this conductance.
If the gas flow Q i_, also equated to the change in the quantity of high pres-
sure gas within the valve and test gauge, one has
Q = C(P - P2) 	 -V dt	 (28)
the pressure P is the time varying pressure within the valve and test gauge
and the volume V is the volume of the valve and test gauge. From the two
equations above, one derives the equation
dP	 CS	 CQ
Ft + v(C +2 S )	 P = S2	 (29)2	 2
The conductance C is really a
aperture conductance of the v,
that C has a constant average
equation then becomes a first
coefficients. If one imposes
the solution becomes:
function of time since it involves the changing
alve. However, as a first approximation, assume
value during the valuing cycle. The above
order, linear differential equation with constant
the initial condition that at time t = U, P = 1'1
The time constant for this exponential solution is:
V (C + S2)
T =	 CS 
(31)
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Since ordinarily S 2 is much greater than C, one can write
T = C
	
S2 >> C
	 (32)
By making the va;_. ,e -)rifice and valve tubulations sufficiently large
and the valve and gauge volume small, the time constant can be made small.
For example, if the average conductance C is 10 liters/sec and the volume V
is 0.1 liter, then T = 0.01 seconds.
The two chamber-cycling valve method of changing the pressure in a test
gauge has great potential usefulness because the pressure modulation ampli-
tude and the modulation frequency can be varied over a wide range.
Design of Special Equipment
A Butterfly Valve for Pressure Cycling Experiments. 	 As illustrated in
Figure 54, a butterfly type valve was constructed to mount on the copper
gasket that is used with a Varion 6-inch O.D. Conflat flange. Such a flange
separates the liquid helium crycpump from the test chamber of the cryopump,-
ion pump test system. A similar flange was used to separate the test chamber
of the metal mercury diffusion pump system from its pumping components (this
system will be described in the next chapter). Thus, the butterfly valve was
constructed to be used with either of these ultra high vacuum systems.
The butterfly test valve used gold plated ball bearings to support the
shafts of the rotating central circular vane. These bearings were manufac-
tured specifically for vacuum use, but as will be pointed out later, they had
several shortcomings. The valve assembly was fabricated primarily of no.-
magratic 304 stainless steel. The central circular flat vane of the valve
was fastened to cylindrical shafts which, in turn, were mounted to the inner
races of the ball bearings. The outer races of the ball bearings were sup-
ported and held fixed in position by bearing retainer blocks. Nickel
cylinders (drive rotors) were pinned to the ends of the vane shafts. An
external permanent magnet was used to couple magnetically to one of the
nickel drive rotors as shown in Figure 54. A small variable epeed motor was
used to rotate the permanent magnet, and the rotational motion of the magnet
was thus transferred to the circular vane of the valve. The clearance between
the circular vane and the surrounding cylindrical housing was 0.003 inch soy
that any axial movement of the vane by this amount could cause the vane to
bind or rub on the housing. The assembly of the valve had to be performed
carefully to center the moveable vane and maintain the proper clearances
between the vane shafts and the valve ',kix)7.ising.
The butterfly valve was mounted within the test system as shown in the
illustration. A mivror was mounted within the test chamber at an angle of
approximately 45 degrees to the horizontal. A glass window that was mounted
un one of the side tubulations of the test chamber permitted the operation
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of the valve to be observed. A General Radio Company Strobatac was used to
measure the rotational speed of the valve. Pressures within the test chamber
were measured with a Varian nude UHV-14 ionization gauge. Gas could be
admitted to the test chamber via the UHV valve that connected the test
chamber to the forevacuum portion of the test system.
A Rotary Cycling Valve For Use With a Two-Chamber Test System. Like
the butterfly type valve, the rotary valve was designed to make use of gold
plated ball bearings. Only ultra high vacuum materials could be used in its
construction since it had to be bakeable at high temperatures and handle gases
at very low presst%res. The valve was designed so that there would be no
metal-to-metal co?.itact thus eliminating the possibility of cold welding and
the spurious generation of gas dlie to surface abrasion. The "closure" of
the valve would consist of th , .:reaction of a high resistance flow path.
As shown in Figure 55, the rotary valve consisted of a one-piece stain-
less steel cylindrical body with diametrically opposed inlet tabulations.
A thin wall cylindrical rotor was mounted between two gold plated miniature
precision ball bearings. The thin film of gold plating on these bearings
serves as a lubricant in vacuum operation. The radial clearance between the
rotor and the valve body was kept small to obtain a.maximum open-to-closed
vacuum conductance ratio. The design target for radial clearance was two
mils. Mounted to the top of the valve rotor was the drive rotor, which, when
acted upon by the field assembly, imparted the torque necessary to drive the
valve rotor at the proper cycling speed. The lower end of the valve rotor
and the lower ball bearing mount were perforated to allow the gas within the
valve to reach the test gauge. The test gauge would be mounted to the valve
assembly by a demountable flanged joint. A proximity pick-up (magnetic reed
switch, for example) could be used to indicate the rotor position for inlet
port identification and synchronization purposes.
The advantages of a rotary valve over that of other possible designs
are its simplicity, small physical size and high conductance ratio. Its
chief disadvantage is the presence of ball bearings within the vacuum. It
has been learned from experience that these bearings are not completely
reliable. `.zoy do have a tendency to seize-up and they can generate gas.
One type of two-chamber test system that could be used with the rotary
valve is illustrated in Figure 56. This test system provides two identical
test chambers, each chamber being pumped by separate ion pumps and titanium
sublimation pumps or their equivalent. Nude ionization gauges of the Bayard-
Alpert variety measure the pressure in each test chamber. A variable leak
valve connected to each test chamber permits the pressure of each chamber to
be adjusted independent of the pressure in the adjacent chamber. As shown,
the two chambers can be connected together by means of an ultra high vacuum
valve. Connection of the two chambers will make it possible to equalize the
pressures in the chambers when this is required to obtain a zero pressure
differential at the input of the rotary valve. It will also permit the
readings of the test chamber nude ionization gauges to be compared. A high
temperature bakeout oven can be used to bake the test chambers, the rotary
valve and the test gauge. It is recommended that 1-liter bottles of pure gas
W'"'
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be connected to the variable leak valves to establish the desired working
pressures in the test chambers. The use of zeolite type sorption pumps to
pump down from atmospheric pressure to about 10- 3 torr, at which point the
ion pumps can be operated, will keep the system oil free.
Pressure Cycling Experiments
Modulation of Carbon Dioxide Pumping U A Cryopump. The butterfly valve
described in the previous section was installed in the cryopump -ion pump test
system as shown in Figure 54, for the purpose of varying the pressure in the
test chamber by varying the test chamber pumping speed (method A 2 described
earlier). The test system had previously been pumped for several days with
the forevacuum ion pump with liquid nitrogen present in the cryopump. The
background pressure in the test chamber was 6 . 6 x 10 -8 torn as measured with
the nude Varian gauge.
A flow of carbon dioxide gas into the test chamber from a small tank
was initiated until a pressure in the low 10 -5
 torr region was established
there. The butterfly valve was then opened and closed and the resulting test
chamber pressures were observed. It was found that the test chamber pressures
changed slowly after the valve position was changed. For example, it took 3
or 4 seconds for the chamber to reach a new lower equilibrium pressure after
the valve had been opened suddenly. It took 6 or 8 seconds for the pressure
to rise to its new equilibrium value when the valve was suddenly closed.
it was observed that the pressure in the test chamber changed from a
value of 1.4 x 10 -5
 torr with the valve open to a pressure of 2.0 x 10- 5 torr
with the valve closed. The pressure in the forevacuum portion of the system
was 3.0 x 10- 5
 torn, which set an upper limit on the pressure increase in the
test chamber.
The calculated "open" conductance of the butterfly valve was 298 liters/sec
for air at 200C while its calculated "closed" conductance was 2.65 liters/sec
for air at 20 0C. The time constant of 3 to 4 seconds for the pressure decrease
and the less than two to one pressure drop in the test chamber lead to the
conclusion that the effective pumping speed of the liquid nitrogen cooled
cryopump for carbon dioxide was quite low, in fact its speed ^,vould be only
1.15 liters/sec if the above-mentioned valve conductances were correct for
carbon dioxide. The time constant of 6 or 8 seconds for the pressure rise
indicates that this system was not suitable for the measurement of rapid pres-
sure variations even if the pumping speed of the cryopump were to be increased--
say by using liquid helium instead of liquid nitrogen in the cryopump.
Cold Cathode Gauge Response to Cycling Gas Pressures. Since a two-
chamber test system was available in our laboratory, it was possible to make
several tests of the response of a GCA model R-5 gauge to a sinusoidally-
T ^rying pressure of pure nitrogen gas. The test system was substantially of
the type described in a previous section. Eighty liter-per-second getter-ion
type pumps were used to pump each of the two test chambers. One-liter bottles
of pure nitrogen gas were connected to the variable leak valves of the system. 4
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The model R-5 test gauge was connected to a rotary valve of the kind
described earlier. The two tubulations of the rotary valve were flanged
so that they could be conveniently connected to the two pressure chambers
of the test system. The rotary valve was driven by magnetic coupling via
an external permanent magnet. The permanent magnet was rotated by a
Bodine model NSH-12R variable speed motor connected to a Minarick Electric Co.
model SH-12 speed control. The high voltage to the cold cathode gauge was
furnished by a J. Fluke model 408A power supply. The gauge output current
was amplified b\• either a Keithley model 415 fast response linear electrometer
or a Keithley model 412 logarithmic electrometer. The logarithmic electro-
mecer was used when the range of pressures to be measured was greater than
one decade. The output of the electrometers was recorded with either a
Sanborn model 150 strip chart recorder or a Honeywell 906C Visicorder.
The results of the various pressure cycling experiments are displayed
in Tables 4 through 7. 	 Nitrogen gas was used as the test gas in all of
the experiments. The same GCA model R-5 gauge and rotary valve were used
for all the tests. Each table of data lists the maximum and minimum gauge
currents for each cycling frequency. The frequency labelled zero represents
the equilibrium gauge currents with the gauge connected to each of the two
chambers for at least 5 or 10 minutes. The column labelled Imo- IMIN, the
difference between the maximum and minimum gauge readings, is the peak-to-
peak amplitude from its largest value at equilibrium (zero frequency) repre-
sents an attenuation caused by the frequency dependence of the system response.
It is this attenuation as a function of frequency that must be explained by
pressure cycling theory. The average gauge current for each frequency has
also been listed in each table. The average gauge current is a measure of
the d.c. current level (d.c. pressure level) and shows if the pressure
oscillations have shifted to a higher or lower pressure level. For example,
in Table VI, it can be seen that the average current has continuously in-
creased with frequency. Here, the corresponding continuous increase in 'MAX
indicates either an outgassing process that increased with time or else
a generation of gas within the rotary valve due to rubbing at the bearings
or some other metal-to-metal contact points.
The data presented in Table 4 were obtained with a Keithley fast
response model 415 electrometer. This data is probably the most reliable
of all the data taken, since the rotary valve was operating properly up
through a frequency of 4 cycles per second. Notice that the maximum current
decreased with increasing frequency for frequencies of 2, 3 and 4 cycles per
second. At the same time, the minimum currents increased with increasing
frequency. This is exactly the sort of behavior that one would expect if
the peak-to-peak amplitude is being limited by the time constant for gas
exchange. Table 7 presents a somewhat different picture. Here the nitrogen
pressure is relatively high and the pressure range for cycling was small.
Apparently, the maximum pressure is attained in each cycle independent of the
frequency but the minimum pressure (current) increased with increasing frequency.
This kind of behavior indicates that gas exchange effects alone are not respon-
sible for the attenuation but that desorption or re-emission of nitrogen gas
prevented the gauge and valve from emptying completely at the higher frequencie3.
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One should note that different gauge anode voltages were used in the
different experiments. It is expected that diff -ent gauge voltages will
lead to different gauge pumping and re -emission naracteristics and will
thus change the response.
The theory for the two chamber-cycling valve experiments has not been
developed satisfactorily to date. However, a simplified version of the
differential equation of the system has been derived and solved for rather
special circumstances to obtain some idea of the parameters that would be
involved.
Consider the volume V of the rotary valve and test gauge and the pres-
sure P(t) within this volume. The pressure will change as gas is added to
or removed from this volume. Gas is added to the volume by a flow from the
high pressure chamber through a total effective conductance C(t) that varies
with time. Gas is also added to the volume by desorption and re -emission R(t).
Gas is removed from the volume by a flow to the low pressure chamber or by
gauge pumping or surface adsorption. In both adsorption and pumping, the
rate at which gas is removed is a function of the pressure P(t). Pumping
and adsorption are combined in this development and are represented by a
characteristic constant pumping speed S. Desorption and re -emission are also
combined in this development. They both decrease with increasing time and
aee represented by the symbol R(t). If P E is the external chamber pressure,
the basic differential equation of the system may be written as
dP + C t +S P=C(t--- ) P E+Rtdt	 V	 V	 V
Now, the conductance of the value C(t) depends on the shape of the apertures
that move relative to one another. As a first order approximation, it will
be assumed that the conductance C has a constant average value and that t'kie
external, chamber pressure PE is instantaneously shifted from one level to
another every half cycle. Further, the period of time available for re-emis-
sion or desorption is so small that we shall consider R to be constant. With
the above approximations, the solution to equation (33) is:
C P + R	 _ C+ S
P(t)	 C- S^ - + C1 a V^ t	 (34)
The quantity C is the constant of integration which is determine-d by the
initial condit i ons. If we consider, now, only those cycling experiments in
which the gauge pressure returns to its maximum value every cycle, then the
initial pressure at t = o will have a constant maximum value PH just as the
external pressure PE switches to its lower pressure level P EL . Under these
conditions, the solution is
C P + R	 C P + R	 C SELEL	
-
	
t	 3
P(t)	 C + S	 + PH	 C + S	 e	 C 
5)
(33)
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As t becomes infinite, the pressure in the gauge and valve becomes equal
to the first term of the right-hand member of the above equation. If the
re-emission factor is small and the adsorption and pumping speed S can be
neglected with respect to the conductance C, this limiting lower pressure
is just the low pressure chamber level PEL.
To simplify the remaining development, introduce the following ab-
breviations:
PLMCCEL S H e C + S 
= A	 (36)V
,,rex,t, form the ratio
P - P(t)H	
= 
1	 e - At	 (37)
PH	 Pit
The expression for the percentage reduction in the pressure amplitude for
this special case can then be written as
	
PH - P 
	
,At
100	 1 -	
PH PL
_	 100 t	 (38)
The percentage reduction is shown to depend on the cycling frequency ^'^ilrough
the time t = T/2 where T is the period cf the pressure oscillation. All that
remains to be done is to substitute she gauge currents that correspond to the
various gauge pressures with the tacit as:umpti .on that the gauge is linear in
the region of operation. The final equation is
Percentage amplitude reduction = 100 1 - (,
	
IMIN)f eY t00 a
-At (39)
(	 ^I IN) o
Ohere the subscripts f and o refer to the pressure oscillation of frequency
f and the equilibrium or zero frequency pressure levels respectively.
To test the above theory, apply it to the data of Table IV. For example,
first determine the paraveter} A from the data obtained at 2 cps and the
equilibrium current levels, It will be found that A = 9.20 (t = W = 1/4 sec
here) in order to obtain the experimentally determined 9.9 percent reduction.
Next, use this value of A and the appropriate values of T/2 = 1/6 sec for a
frequency of 3 cps and T/2 = 1/8 sec for a frequency of 4 cps to obtain the
percentage reduction values of 21.7 percent at 3 cps and 31.7 percent at 4 cps.
n'Q'
VII. ADDITIONAL EXPERIMENTS
Equipment
The test system that was used to study cold cathode gauge stability noise
and the effect of cold traps on gauge calibration with nitrogen gas was quite
different from the other test systems described previously. This new system
used a specially designed, bakeable, stainless steel mercury diffusion pump
patterned after the glass pumps that were first constructed by Venema [141.
This ultra high vacuum (UHV) pump was backed by a conventional mercury dif-
fusion pump and rotary mechanical forepump. A water-cooled baffle and an
isolation cold trap separated the two diffusion pumps. Between the UHV dif-
fusion pump and the test chamber, a series of two .ion-level-sensitive cold
traps were interposed to prevent migration of the mercury pumping fluid to
the -,-st chamber. The UHV diffusion pump, each of the non-level-sensitive
cold traps, and the test chamber were fitted with large ConFlat flanges so
that they could readily be disassembled. The system was constructed so that
the major UHV components mentioned above could be baked out at high tempera-
tures of at ;east 450 0C. The test chamber was fitted with three smaller
flanged tubulations to permit the attachment of vacuum gauges, mass spectro-
meters or other experimental equipment. A gas diffuser was installed within
and near the flanged end of the test chamber to permit pure gases to be intro-,
duced. The gas diffuser was connected via calibrated capillary tubes to a
small "gas inlet" chamber that was pumped by a separate mercury diffusion
pump system. This arrangement permitted pure gases to be introduced into the
gas inlet chamber in a continuous flow fashion. A wide range of pressures of
pure gas could be established in the gas inlet chamber.. Of the two capillary
tubes used to join the gas inlet chamber and the gas diffuser of the test
chamber, the larger bore tube was valved with an all-metal, bakeable valve.
The smaller bore tube had such a smaller vacuum conductance (6.0 x 10- 6 lite:rs/sec
for nitrogen at 200C) that it would not limit the ultimate pressure attainable
in the test chamber (with a gas inlet chamber pressure of 10- 8 torn) until a
pressure of lo.- 15 ,torr was reached.
Referring to the block diagram of Figure 57 and the photograph of Figure
58, it can be seen that all of the UHV components, the calibration capillaries,
the gas inlet chamber, the bakeable valves, the gas inlet gauge, and the test
chamber gauges were located above an insulated table top so that they could
be conveniently baked out in the same oven. The components located below the
insulated table top were not baked, with the exception of the tubing that
joined the UHV diffusion pump to its isolation cold trap and the tubing that
joined the gas inlet chamber to its isolation cold trap.
A Welch model, 14O2B 140 liter/min two-stage rotary mechanical pump was
used to create ,. forepressure of the order of 10 to 20 microns for both the
UHV pumping portion of the system and the gas introduction portion of the
system. The mechanical pump was fitted with a vented exhaust to minimize
the condensation of vapors and the subsequent contamination of the punip oil.
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The mechanical pump was separated from the rest of the system by a demountable
glass vacuum trap that was cooled with dry ice. A stainless steel, bellows
type valve using teflon gaskets and a zytel seat was connected between the
mechanical pump and the dry ice cold trap to serve as a venting and leak testing
vale-e.
A staictleffis steel, bellows type fore-vacuum valve was located between
the dry ice cold trap and a 2-liter glass bulb that served as a fore-vacuum
reservoir. The fore-vacuum valve could be closed to completely isolate the
UHV pumping section from the gas introduction part of the system.
The backing diffusion pump and the gas inlet diffusion pump were Con-
solidated Vacuum Corporation Model NHG-40 metal mercury diffusion pumps.
Specially designed water-cooled baffles fitted directly over the tops of the
diffusion pumps and served the purpose of reducing the loss of mercury to
the isolation cold traps. The latter traps were designed for a two-fold pur-
pose: First, they isolated the flow of mercury from one pump to another in
the UHV system, and kept mercury out of the gas inlet chamber. Second, they
permitted ionization gauges to be installed in these portions of the vacuum
circuit. The ionization gauges were particularly valuable during the bakeout
cycle since they would indicate the degree of outgassing of those parts of
the system within the oven.
The UHV mercury diffusion pump was designed so that the entire jet assembly
could be baked out in the oven. The upper part of the pump containing the
jets was located above the insulated table top, while the pump boiler was
located well below the table '-.op. This arrangement, combined with the design
of the pump, permitted the upper part of the pump to be baked to temperatures
of 450°C. The function of the two non-level-sensitive cold traps that were
mounted between the top of the UHV diffusion pump and the bottom of the test
chamber was to prevent any migration of mercury from the UHV pump into the
test chamber. These two cold traps were normally filled with liquid nitrogen.
The gas i.. t chamber to which the calibrated capillaries were attached
was connected, via 1-inch diameter tubing to the iscA ation cold trap of the
gas introduction system. A 1-liter bottle of pure gas was connected through
a second bakeable valve to the 1-inch diameter tubing as shown in the block
diagram. Notice that the gas bottle was located just below the insulated
table top so that the complete tubulation to the gas bottle was baked out
(before the seal-off tip on the gas bottle was broken). This arrangement
guaranteed a minimum of contamination of the pure gas admitted to the system.
The gas inlet chamber also contained a side tubulation to which a hot filament
ionization gauge was connected. A McLeod gauge was also connected to this
side tubulation to measure the pressure in the gas inlet chamber.
The system oven was of the forced draft variety and was designed to be
used with the vacuum system. The temperature of the oven could be controlled
to within a few degrees centigrade. During the system bakeout procedure, it
was customary to bake out with the oven at several fixed positions above the
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insulated table top. Under these conditions, it was necessary to seal off
the open, bottom end of the oven with an insulating, demountable oven base.
A John Fluke model 408B high voltage power supply was used to provide
the anode voltage to the GCA model R-5 cold cathode gauges that were being
tested. Keithley model 600 battery operated electrometers were used to meas-
ure the positive ion current to the gauge cathodes. The standard permanent
magnet that was used with the gauges had a cylindrical air gap that was 1-1/4
inches in diameter and 1-1/4 inches long. The magnetic field strength at the
center of the air gap was about 1050 gauss. in the study of gauge stability
and noise, a potentiometer type strip chart recorder was used to record the
gauge output current. Only low frequency noise (of the order of a few cycles/sec
was of concern in this study.
Study of Cold Cathode Gauge Stability and Noise
Measurements of the GCA model R-5 cold cathode gauge noise and instability
as a function of anode voltage and magnetic field strength were made on several
occasions. The R-5 gauge was mounted on the test chamber of the metal mercury
diffusion pump system and had been under vacuum for several months. `fhe upper
part of the system including the gauge was baked at 400 0C for 3 hours before
each experiment. Measurement's were made using the background gas in the system.
The system pressure was varied within a narrow range by allowing the level of
liquid nitrogen in the cold traps to change.
were made by starting with
de voltage in steps of 200
field of 1050 gauss was used
magnetic field of 800 gauss
gauge currents were monitored
Two separate sets of stability measurements
the gauge anode at 1.0 kV and increasing the ano,
volts about every 20 minutes. A normal magnetic
for one set of measurements, while a much weaker
was used for the other set of measurements. The
and recorded continuously.
A resume of the results obtained with the normal magnetic field of 1050
gauss follows: Starting with 4.0 kV on the gauge anode as an operational
check of the gauge, it was observed that the gauge current reading was 3.3 x 10_g
Ampere with 6 percent peak-to-peak noise. When the cold traps were filled and
the anode voltage was reduced to 1.0 kV, the gauge signal decreased to 1.45 x 3.0
Ampere and became noise-free. At an anode voltage of 1.2 kV, the gauge signal
increased slightly to 1.5 Ampere and a noise of about 4 or 5 percent developed
as the pressure and gauge signal increased. When the anode voltage was changed
to 1.4 kV, the signal was steady at first at 1.5 x 10- 9 ampere, but after a
minute or so,, it developed positive going spikes that were approximately 15
percent of the signal magnitude. Soon thereafter, the spikes became a general
noise of 15 percent and when the current reached a value of 1.7 x 10- 9 Ampere,
there was a'sudden mode change to a lower noise-free current that varied from
0.8 to 1.1 x 10 -9 ampere with changing pressure. When the anode voltage was
increased to 1.6 kV and the cold traps were filled, the gauge current decreased
to 0.8 x 10- 9 ampere, developed about 10--ercent noise, and then jumped to a
higher current level of 2.0 x 10 -9 ampere,. At this new level, the gauge
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developed large negative going excursions (current spikes or surges) down
to 0.8 x 10 -9 ampere, alternating with positive going excursions to 2.5 x 10"`^
ampere. After about 2 minutes of this behavior, the gauge current returned
to a lower level of 0.8 x 10- 9 ampere with 10 percent noise. After another
2 minutes, the current increased to 0.9 x 10- 9 ampere and became noise-free.
When the cold traps were filled again about 5 minutes later, the gauge current
again jumped to the higher current mode and began spiking positively and
negatively as before. This behavior was repeated a third time upon filling
the cold traps. When the anode voltage was increased to 1.8 kV, the gauge
current increased from 0 . 9 x 10 -9 to 2.3 x 10 -9 ampere and was almost noise-
free. When the current increased to 2.4 x 10- 9 ampere due to the normal rise
in the test chamber pressure, there was a mode change, and the current decreased
suddenly to a value ranging between 1.1 and 1.25 x 10- 9 ampere and remained
noise-free for at)ut 15 minutes. At that time, the current increased suddenly
to a value of 2.8 x 10-9 ampere for 15 seconds and then dropped back to a value
of 1.1 x 10 -9 ampere. The two mode changes at 1.8 kV had nothing to do with
the filling of the cold Craps. At an anode voltage o'' 2.0 kV, the gauge cur-
rent increased to 2.5 x 10- ampere and had 4 percent noise for about 2 minutes
as the current increased to 2.7 x 10 -9 ampere. At that' time, the current sud-
denly dropped back. to 2.5 x 10 - 9 ampere and became noise free. In the next
5 minutes, as the test chamber pressure increased, the gauge current increased,
and when the current reached 3.4 x 10- 9 ampere, it pulsed negatively to a value
of 1.3 x 10 -9 ampere several times. When the cold traps were filled, the same
cycle of behavior repeated starting with a gauge current of 2.5 x 10- 9 ampere
having 4 percent noise.
After the 2 . 0 kV test, an operational check of gauge operation at 4.0 kV
was made. The gauge signal varied from 2.0 to 3.0 x 10- 9 ampere with about
10 percent noise and 20 to 25 percent positive spiking about every minute or
two. The general noise level decreased as the signal increased.
At an anode voltage of 2.2 kV, the gauge signal started at a value of
3.25 x 10 -9 ampere with about 2 percent peak-to-peak noise. As the gauge
current increased to a level of 4.35 x 10 -9 ampere, the noise increased to
3 percent. At this point, the signal became noise -free as it increased fur-
ther up to a value of 5.2 x 10 -9 ampere, at which time the cold traps were
filled and the gauge current went as low as 2 . 9 x 10 -9 ampere, and then
generally repeated its behavior is the pressure increased. At an anode volt-
age of 2.4 kV, the gauge current started at 2.9 x 10 -9 ampere, noise-free,
after filling the cold traps and then gradually increased to a value of
4.7 x 10` 9 ampere, at which time the cold traps were filled again. When
the gauge current reached a value of about 3 . 7 x 10-9 ampere, it started to
become noisy, and the noise signal increased gradually as the current increased
until it had its maximum value of about 4 percent peak-to-peak when the gauge
current was 4 . 7 x 10 -9 ampere. When the anode voltage was incr^. - ased to 2.6 kV
and the traps were filled, the gauge behavior was similar to that at 2.4 kV.
The current started out at 3.5 x 10 -9 ampere, noise - free, as the current
increased to its maximum value of 5.6 x 10- 9 ampere it became more and more
noisy, reading a maximum noise of almost 4 percent at 5.6 x 10- 9 ampere.
There were a few positive and negative current spikes present. At 2.8 kV
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on the anode, the cold traps were filled and the current decreased to 3.6 x 10-9
ampere and then started to increase. At 4.0 x 10 -9 ampere, the current became
slightly noisy (about 2.5 percent) and when the current reached 4.2 x 10 -9 ampere
there t:, as a mode change and the current decreased to a level of 3.45 x 10-9
ampere and became noise-free. When the cold traps were filled again, the current
decreased to 3.1 x 10-9 ampere and then started to rise. It remained noise-free
until it reached a value of 4;7 x 10 -9 ampere, at which point it jumped upward
to a higher mode at a level of 5.5 x 10 -9 ampere and became noisy (4.5 percent
noise) and spiked negatively about 14 percent. At an anode voltage of 3.0 kV
there appeared to be three separate modes of operation. After filling the cold
traps, tY .-, current started at 4.9 x 10- 9 ampere with 2 percent noise and 14
percent negative spiking. As the current increased, the noise and spiking
increased. At 5.2 x 10-9 ampere, the noise was 2.5 percent while the negative
spiking had increased to about 25 percent. The current then dropped a small
amount of a new lower value of 4.8 x 10 -9 ampere and became noise free. The
noise-free condition persisted until the current reached a value of 5.5 x 10`9
ampere, at which time the current jumped up to a new noisy mode (5 percent noise)
centered at 6.05 x 10 -9 ampere.
An operational check of the gauge at 4.1 kV was made at this time. After
filling the cold traps, the gauge current started at a value of 4.4 x 10-9
ampere and then increased gradually,.becoming more and more noisy and spiking
was as much as 25 prece pt. A mode change then occurred. The current decreased
to 4.85 x 10- 9 ampere and became noise-free. As the cold trap liquid levels
fell, the gauge current increased to 8.5 x 10 -9 ampere and remained noise free.
There was a mode change at this point and the current decreased drastically
to 2.55 x 10' 9 ampere and became noisy (about 6 percent noise) and now exhibited
positive spiking of about 15 percent. This mode persisted as the current in-
creased to 3.3 x 10 -9 ampere. This was the .first time that a clear-cut. relation-
ship between noise-free, nega, -.Ava spiking and positive spiking operation was
observed.
. When the gauge anode voltage was reduced to 3.2 kV, two noisy modes of
operation were observed. The high sensitivity mode current ranged from 5.0 to
6.0 x 10- 9 ampere with about 6 percent peak-to-peak noise and about 10 percent
negative spiking. The low sensitivity mode current ranged from 3.0 to 4.4 x 10`9
ampere and also had about 6 percent noise, but no spiking. At 3.4 kV on the
gauge anode, the gauge current started at 2.7 x 10" 99 ampere after filling the
cold traps and then gradually increased. In this case, the current noise was
about 7 or 8 percent initially gnd gradually decreased to a noise-free condition
at a current level of 3.5 x 10' ampere, then became noisy once more from 3.5
to 4.0 x 10 -9 ampere (about 5 percent noise), and finally became noise-free
again from 4.0 to 4.4 x 10-9 ampere. There was no spiking. When the gauge
anode was increased to 3.8 kV and the cold traps were filled, the gauge current
decreased to 2.05 x 10- 9 ampere and was noise free, but did have 20 percent
positive spiking every 5 or 10 seconds. When Lbe current bad increased to
2.35 x 10'9 ampere, the positive spiking became more frequent up to the maximum
current of 3.6 x 10' 9 ampere. The cold traps were filled and the current decreased,';
again exhibiting the same dependence of spiking frequency on pressure (or current
level). Finally, the gauge anode voltage was increased to 4.0 kV and two modes
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of operation were observed. In the high sensitivity mode the current ranged
front 7.6 to 8.1 x 10- 9 ampere and was noise free. The current then decreased
sharply to 2.4 x 10' 9 ampere with about 4 percent noise. As the current signal
increased to 3.3 x 10" 9 ampere, the noise increased to a maximum of about 6 per-
cent and there were 4 or 5 positive current spikes over a period of 4 minutes.
The test that was made with the 800 gauss magnet in position on the gauge
did not include as many anode voltage values as the test with the normal 1050
gauss magnet. The currents measured with the weaker magnet in position were
generally larger than those taken earlier with the normal magnet. Filling of
the cold traps caused a very large change in gauge current when using the
weaker magnet. For anode voltages from 1.0 to 1.6 kV two sets of measurements
were taken with the weak magnet so that a wider current range was covered.
A summary of results obtained with the weaker magnet follows;
With 1.0 kV on the gauge anode, during one test the gauge current ranged
from 1.25 x 10- 9 ampere to greater than 9.9 x 10 -9 ampere. The signal was
noise free up to 4.5 x 10- 9 ampere, had positive spiking of about 9 or 10 per-
cent up to 6.8 x 10- 9 ampere, exhibited a mode shift to a current of 7.5 x 10_9
ampere, was noise free up to 8.5 x10 -9 ampere, and then exhibited negative
spiking of about 5 percent up to 9.5 x 10' 99 ampere. With 1.0 kV on the gauge
anode during a second test, the gauge current varied from about 1 x 10'8 to
4 x 10 -8 ampere and was noise free.
With 1.2 kV on the gauge anode, the gauge current during one test ranged
frc-n 2.5 to 5.0 x 10- 8 ampere and was noise free. During a second test, the
current ranged from 1.3 x 10" 7 to 4.3 x 10 -7 ampere and was noise free.
At 1.4 kV on the gauge anode, the gauge purrent was noise free from 2,8
to 8,5 x 10" 8 ampere during one test and was also noise free from 3.6 to over
9.9 x 10- 7
 ampere during a second test.
At 1.6 kV on the gauge anode, the gauge current was noise free from
3.2 x 10-8 to over 9.9 x 1,0- 8 ampere in one test.
With 1.8 kV on thq gauge anode, the gauge current varied from 4.15 x 10-8
to over 9.9 x 10_ 8 ampere. The current was noise free until a level of
6.4 x 10-8 ampere was reached. At this point there was negative spiking up to
a level of about 8.0 x 10
-8
 ampere, and the current became noise free above this
leve 1.
At an anode voltage of 2.0 kV, the gauge current signal had about 1 percent
noise, between,2.8 x 10" 8 ampere and 3.1 x 10 -8 ampere. The gauge current then
became noise free as it increased up to about 9.9 x 10"8 ampere. There was a
sirigle neC stive spike at 6.45 x 10 -9 and a single +posit^vq,sp^ka^t e 6,8 x 10-8
ampere. There appeared to be a small mode change from ^.7 to 4.5 x lb'8 ampere.
'31:' 	
.J	 f 	 ^	 sy	
^	 z 
	
,	 7	 ,	 _ fir
olA gauge operational ^ che^ck was mace ,a ."1t 4 
^
. ,cV after
, ^ 
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The current became noisy from 5.0 x 10- 8 ampere to 9.4 x 10-8 *ampere (about
4 percent noise) with some negative spiking.
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1With 2.6 kV on the gaugeanode, the cold traps were filled and the gauge
current decreased to 3.5 x 10' 8 ampere. The current was noise free and then
increased to 6.8 x 10" 8 ampere at which point it became very noisy (about 5
percent noise), had 14 percent positive spiki;Ag, and decreased to 6.5 x 10"8
ampere. The current then increased in noise-free fashion to 8 x 10-8 ampere
at which point it again had positive spiking (about 10 percent). The gauge
current from 8 x 10-8 to 9.9 x 10"8 ampere was noise free.
After placing the gauge anode at 3.0 kV and filling the cold traps, the
gauge current decreased to 3.5 x 10- 8 ampere and then started to increase.
The current, was noise free until it attained a value of 6.8 x 10' ampere,
at which paint it became noisy and spiked positively in the same way that it
did at 2.6 kV. The current decreased to 6.35 x 10' 8 amps, then became noise
free and increased to 8,0 x 10 -8 ampere and spiked positively about 10 per-
cent as before. The gauge current from 8 x 10" 8 to 9.9 x 10-8 ampere was
noise free.
Finally, at an anode voltage of 3.6 kV And with the weak 800 gauss mag-
net still in position, the gauge current increased from 1.9 x 10' 8 ampere to
6.0 x 10-8 ampere in a completely noise-free fashion.
The results of a third noise and stability experiment that was performed
with the same GCA model R-5 gauge are summari7,/.ed in Table 8.	 The gauge
current was in the 10- 9 ampere region, a region which is known to be noisy
and unstable for the R-5 gauge and which was chosen deliberately for this
purpose. Measurements were made at intervals of 100 volts from 1.5 to 3.0 kV.
The use of a table to catalog the data of noise and stability measurements
makes it easy to see the overall results. For example, Table 8 	 shows that
multimode and single mode gauge operation alternated as the anode voltage was
increased. There were as many as five modes of operation at 1.5 W. All but
one of these modes were noisy and both positive and negative spiking were
observed. At 1.6 kV, there were two modes. The higher current mode was noisy
and spiked negatively (toward the lower current mode). There was a single
noise-free mode at 1.7 kV and two modes again at 1.8 kV. Here the higher cur-
rent mode was noisy but the lower current mode spiked positively (toward the
higher current mode). There were single modes at 1.9 and 2.0 kV. At 2.1 kV,
there were 3 modes, one noise free, one with noise and one with negative spiking
(toward the lowest current mode). There was a single mode at 2.2 kV. At 2.3 kV,
three modes appeared again, one with negative spiking (toward the lowest cur-
rent mode). The lowest current mode was noisy as before. At 2,4 and 2.5 kV,
there was single mode operation. Three mode operation re-appeared at 2.6 kV.
Here both negative and positive spiking occurred in two of the three modes.
At anode voltages of 2.7, 2.8 0 2.9, 3.0, 3.2 0 3.4 and 3.6 kV, only single modes
Caere present, and all but two of these were noise free.
The purpose of the noise and instability measurements was to obtain
quantitative data concerning cold cathode gauge operation. it is expected that
gauge noise, spiking and oscillation are intimately connected with the space
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charge distribution within the gauge and with the physical processes that
occur in the discharge. Thus, in the eventual formulation of a detailed
theory of gauge operation, all of the phenomena of noise and instability
should be accounted for.
Some of the observations that can be made on the basis of the noise and
instability measurements are listed below;
(1) There can be many modes of operation at one anode voltage setting.
(2) Different modes of operation are associated with different gauge
currents (pressures).
(3) There can be some overlap between the modes, that is, the gauge can
operate in different modes at the same anode voltage and current.
(4) The modes of operation change with changes in the magnetic field
as well as with changes in the anode voltage and the gas pressure.
(5) Mode changes to either higher or lower currents occur very rapidly.
(6) A mode can be noise free, contain random noise, contain positive
and/or negative spiking, or have both noise add spiking.
(7) The amplitude of current excursions (spiking) is us^ially much greater
than peak-to-peak noise amplitudes.
(8) Current excursions usually move in a direction toward another cur-
rent mode.
(9) There can be small changes in gauge current accompanied by transi-
tions from a noisy to a noise-free condition or vice versa.
(10) Noise and spiking patterns as a function of anode voltage, magnetic
field strength and gauge current are repeatable.
(11) In a noisy mode, the noise can become larger or smaller as the gauge
current increases.
(12) Gauge current can go from a noisy condition to a noise-free condition
as a function of current (pressure) with any sharp mode (current) changes.
(13) When there are two distinct modes at different current levels, the
higher current mode usually spikes negatively while the lower current mode
usually spikes positively.
(14) The frequency of spiking can vary with the gauge current.
(15) There were Large mode changes at the higher anode voltages but only
small mode changes at the lower anode voltages.
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(16) Gauge operation was more nearly noise free with an 800-gauss magnet
(and higher currents) than with a 1050-gauss magnet (and lower currents).
Add1tional work that should be performed in connection with noise and
stability studies is the development of one or more noise models that might
explain to origin of the random noise and spiking. These models would then
be used to plan new noise tests. As stated earlier, the eventual goal is to
understand the detailed operation of the gauge.
Demonstration of the Pumping Effect of Liquid Nitrogen
Cooled Traps During Low Pressure Nitrogen Gas
Gauge Calibration
It has long been suspected that liquid nitrogen cooled cold traps which
are used with diffusion pumped systems and other pumping systems have a, strong
effect on nitrogen gas calibrations that are made at pressures of 10- 9 torr and
below. The basis for this suspicion is the unusually long time that is required
to obtain an equilibrium pressure in the test or calibration chamber at these
pressures.
At low pressures, it is often assumed that an equilibrium pressure will
be reached as soon as a monolayer of gas has formed on the surfaces. It is
known that nitrogen gas adsorbs on tungsten, molybdenum and iron surfaces at
room temperature. Atomic nitrogen is adsorbed on nickel surfaces at room
temperature. No specific data is available on the adsorption of nitrogen gas
on 300 series stainless steel surfaces at liquid nitrogen temperature.
It is known that the sticking probability for nitrogen on tungsten, and
for other chemically active gases on metal surfaces in general, has a high
initial value between about 0.1 and 1.0 at loci surface coverage (very low
pressures). As the surface coverage increases and a monolayer is approached,
the sticking probability decreases to values less than 10 -3 . The time required
to form a monolayer on a surface is proportional to the rate: at which molecules
strike and stick to the surface as well as the number of adsorption sites. This
relation is expressed simply as:
t	 (40)
where t is the time to form a monolayer, n is the number of adsorption sites,
is the sticking probability, the fraction of molecules striking the surface
that are adsorbed, and ? is the impingement rate, the number of molecules
striking each square centimeter of surface per second. Obviously, as P becomes
small,- the time to form a monolayer increases, However, even if the sticking
probability were unity,. it would take over 1 hour to form a monolayer at a
pressure of 1 x 10 -9 torr and over 10 hours at a'pressure of 1 x 10- 10 torr.
It is not necessarily true that a complete monolayer will form since it is pos-
sible to attain an adsorption-desorption equilibrium at coverages of less than
a monolayer.
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Since adsor, .ion-desorption phenomena are strongly affected by temperature,
it was reasoned that a change in the temperature of the cold traps would greatly
change the time required to reach an equilibrium pressure in the test chamber
during low pressure calibration work with nitrogen gas. A very simrle (but
expensive) method of increasing the cold trap temperature to a constant higher
value is to use a cryogenic liquid having a higher boiling point that that of
liquid nitrogen. Liquid argon appears to be ideal for this application, since
its boiling point is -185.70C as compared with the boiling point of liquid
nitrogen at -195.8 0C, about 100 : lower. It was decided to start a low pressure
calibration with the metal mercury diffusion pump system in the usual way, with
the exception that liquid argon would be used in the two non-level sensitive
cold traps in place of liquid nitrogen. 'Lt would then be possible to compare
the behavior of the system with the two different cryogenic fluids.
The metal mercury diffusion pump system had been baked up to 45000 over-
night several days prior to the experiment. The two non-level-sensitive cold
traps were initially filled with liquid nitrogen and the test chamber preL * e
was measured to be in the 10 -12 Corr region. Several hours before the experi-
ment began, the top cold trap was blown out and warmed up to room temperature
and then filled with liquid argon. It was noticed that the liquid argon boiled
off more rapidly than liquid nitrogen and the cold traps had to be "topped off"
more frequently. In addition, it appeared that the background pressure in the
system was not as low as it had been with liquid nitrogen in the cold traps,
but the pressure measurements were noc completely comparable and this finding
is not conclusive.
The test chamber I background pressure was 1.2 x 10 -11 torr as measured with
the GCA model R-5 gai.;ge operated with 4.0 kV on the gauge anode and using an
estimated gauge sensitivity of 2 amperes/torr. The background pressure in the
gas inlet chamber was 1.7 x 10" 7 torr as measured with a hot filament Bayard-
Alpert gauge. The gas bottle line had been pumped out to a pressure of 1 to
2 x 10 - torr, after which the nitrogen gas bottle seal-off had been broken.
It was decided to use the small 0.2 mm diameter capillary (nitrogen conductance
at 200C equal to 6 x 10" 6 I/sec) to introduce the nitrogen from the gas inlet
chamber to the test chamber. Since the conductance limited pumping speed of
the diffusion pump at the test chamber was about 25 liters/sec for nitrogen,
a pressure of 5 x 10 -4 torn nitrogen in the gas inlet chamber would eventually
establish a test chamber pressure of about 1 x 10 -10 torn.
The nitrogen gas bottle valve was opened to allow nitrogen to flow into
the gas inlet chamber. It took about; 5 minutes to establish a pressure of 5.4 x 10-4
torr in the gas inlet chamber by slowly adjusting the gas bottle valve. During
this five-minute period, the test chamber pressure increased from 1.2 x 10-11
torr to 3.4 x 10- 11 torr. Fourteen (:.',) minutes after the nitrogen gas bottle
valve was first opened, the gas inlet chamber pressure had stabilized at a value
of 5.60 x 10-4 torr and the test chamber pressure reached an equilibrium value
of 4.5 x 10- 11 torr (at an estimated sensitivity of 2 amperes/torn). The test
chamber pressure and gas inlet chamber pressure were then monitored for a period
of one hour and were found to be unvarying. The gas bottle valve was closed and
the test chamber pressure decreased very quickly to a value of 1.6 x 10"11 tore
within 8 minutes.
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Upon comparing the results of the experiment described above with the many
hours required to reach equilibrium test chamber pressures when using liquid
nitrogen cooled cold traps in the same situation, it is apparent that a liquid
nitrogen cold trap has an appreciable "transient pumping speed" for nitrogen
gas at low pressures. The transient pumping speed decreases continuously with
time (as the surface coverage and pressure increase). Previous experiments
have shown that carbon monoxide, carbon dioxide, methane and water vapor are
all either adsorbed or condensed on liquid nitrogen cold traps. Since these
gases often constitute a large percentage of a. low pressure background environ-
ment, it would appear that all lvw pressure calibration work can best be done
without the use of liquid nitrogen cold traps. The effective pumping speed of
a liquid nitrogen trapped pumping system must be carefully measured for each
gas species as a function of pressure.
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